
        
            
                
            
        

     
   
    
 
   [bookmark: dbedbedda68f9a15ACLX1] 
 
   This document describes the features, issues, and exceptions of Cisco NX-OS Release 10.2(4)M software for use on Cisco Nexus 3500 and 3600 platform switches. 
 
 
 
   The new Cisco NX-OS Software Release and Image-naming Convention information is available here — Cisco NX-OS Software Strategy and Lifecycle Guide.
 
 
 
   Note: The documentation set for this product strives to use bias-free language. For the purposes of this documentation set, bias-free is defined as language that does not imply discrimination based on age, disability, gender, racial identity, ethnic identity, sexual orientation, socioeconomic status, and intersectionality. Exceptions may be present in the documentation due to language that is hardcoded in the user interfaces of the product software, language used based on RFP documentation, or language that is used by a referenced third-party product.
 
 
 
   [bookmark: dbedbedda68f9a15ACLX3]The following table lists the changes to this document.
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       	 Description
  
      
 
      
      
       
       	 October 27, 2022
  
       	 [bookmark: dbedbedda68f9a15ACLX7]Cisco NX-OS Release 10.2(4)M became available.
  
      
 
      
    
 
   
 
   
  
 

  
   [bookmark: dbedbedda68f9a15ACLX24][bookmark: _Toc434834802][bookmark: _Toc430850296][bookmark: _Toc423438833][bookmark: _Toc423438800][bookmark: _Toc423434143][bookmark: _Toc423434084][bookmark: _Toc423433980][bookmark: _Toc423433860] 
 
   [bookmark: _Toc456959012][bookmark: _Toc456860044][bookmark: _Toc451163325][bookmark: _Toc451159347][bookmark: _Toc451159248][bookmark: _Toc450292821][bookmark: _Toc450292695][bookmark: _Toc450220608][bookmark: _Toc450024880][bookmark: _Toc442610709][bookmark: _Toc442092959][bookmark: _Toc434834809][bookmark: _Toc430850303][bookmark: _Toc423438839][bookmark: _Toc423438806][bookmark: _Toc423434149][bookmark: _Toc423434090][bookmark: _Toc423433986][bookmark: _Toc423433865][bookmark: dbedbedda68f9a15ACLX25][bookmark: Introduction]New and Enhanced Software Features 
 
   There are no new software features introduced in Cisco NX-OS Release 10.2(4)M for Cisco Nexus 3000 series.
 
   [bookmark: _Toc64067986][bookmark: _Toc63017847][bookmark: _Toc27549752][bookmark: ITD_Feature][bookmark: Caveats][bookmark: Software_Features_9300_FX3]New Hardware Features[bookmark: dbedbedda68f9a15ACLX33]
 
   There are no new hardware features introduced in Cisco NX-OS Release 10.2(4)M for Cisco Nexus 3000 series.
 
   [bookmark: _Toc456959335][bookmark: _Toc456959006][bookmark: _Toc456860038][bookmark: _Toc451163319][bookmark: _Toc451159341][bookmark: _Toc451159242][bookmark: _Toc450292815][bookmark: _Toc450292689][bookmark: _Toc450220602][bookmark: _Toc450024874][bookmark: _Toc442610703][bookmark: _Toc442092953][bookmark: _Toc434834803][bookmark: _Toc430850297][bookmark: _Toc423438834][bookmark: _Toc423438801][bookmark: _Toc423434144][bookmark: _Toc423434085][bookmark: _Toc423433981][bookmark: _Toc423433861][bookmark: dbedbedda68f9a15ACLX45][bookmark: _Toc64067988][bookmark: _Toc63017849][bookmark: _Toc27549753][bookmark: _Toc456959334][bookmark: _Toc456959005][bookmark: _Toc456860037][bookmark: _Toc451163318][bookmark: _Toc451159340][bookmark: _Toc451159241][bookmark: _Toc450292814][bookmark: _Toc450292688][bookmark: _Toc450220601][bookmark: _Toc450024873][bookmark: _Toc442610702][bookmark: _Toc442092952][bookmark: Licensing_Information][bookmark: Release_Versioning_Strategy]Release Image
 
   [bookmark: dbedbedda68f9a15ACLX46]Cisco Nexus 3000 Series platforms support only 64-bit image. The 64-bit Cisco NX-OS image filename begins with "nxos64-msll” (for example, nxos64-msll.10.2.4.M.bin) and this image is supported on Cisco Nexus 3600 series fixed switches and Cisco Nexus 3500-XL switches. 32-bit image is no longer supported.
 
   [bookmark: dbedbedda68f9a15ACLX860][bookmark: _Toc64067991][bookmark: _Toc63017853][bookmark: _Toc27549757][bookmark: _Toc456959008][bookmark: _Toc456860040][bookmark: _Toc451163321][bookmark: _Toc451159343][bookmark: _Toc451159244][bookmark: _Toc450292817][bookmark: _Toc450292691][bookmark: _Toc450220604][bookmark: _Toc450024876][bookmark: _Toc442610705][bookmark: _Toc442092955][bookmark: _Toc434834805][bookmark: _Toc430850299][bookmark: _Toc423438835][bookmark: _Toc423438802][bookmark: _Toc423434145][bookmark: _Toc423434086][bookmark: _Toc423433982][bookmark: _Toc64067990][bookmark: _Toc63017851][bookmark: _Toc27549755][bookmark: _Toc456959015][bookmark: _Toc456860047][bookmark: _Toc451163328][bookmark: _Toc451159350][bookmark: _Toc451159251][bookmark: _Toc450292824][bookmark: _Toc450292698][bookmark: _Toc450220611][bookmark: _Toc450024883][bookmark: _Toc442610712][bookmark: _Toc442092962][bookmark: _Toc430850321][bookmark: _Toc423438858][bookmark: _Toc423438825][bookmark: _Toc423434104][bookmark: _Toc423434000][bookmark: _Toc423433879][bookmark: OpenIssues][bookmark: Resolved_Issues]Open Issues 
 
   The following table lists the open issues for Cisco Nexus 3000 Series switches in Cisco NX-OS Release 10.2(4)M. Click the Bug ID to search the Cisco Bug Search Tool for additional information about the bug.
 
    
     
      
       
       	 Bug ID
  
       	 Description
  
      
 
      
      
       
       	 CSCwc89713
  
       	 Headline: Some static bfd session is removed after reload.
 
 Symptom: The symptoms are as follows:
 ·       Configure under Nexus 3548:
     ip route static bfd Ethernet1/44 X.X.X.2
     ip route static bfd Ethernet1/45 Y.Y.Y.2
     interface Ethernet1/44
       bfd interval 300 min_rx 300 multiplier 3
     interface Ethernet1/45
       bfd interval 300 min_rx 300 multiplier 3
 ·       Before reload, there are two bfd sessions for static route:
     N3548C# show bfd neighbors
     OurAddr    NeighAddr    LD/RD            RH/RS    Holdown(mult)    State    Int    
     X.X.X.1    X.X.X.2      1090519041/1     Up       4551(3)          Up       Eth1/44
     Y.Y.Y.1    Y.Y.Y.2      1090519042/36    Up       5115(3)          Up       Eth1/45            
 ·       After reload, there is only one bfd session for Eth1/44, and removed for Eth1/45:    
     N3548C# show bfd neighbors                                                         
     OurAddr    NeighAddr    LD/RD           RH/RS    Holdown(mult)    State     Int         
     X.X.X.1    X.X.X.2      1090519041/1    Up       4530(3)          Up        Eth1/44
 
 Workaround: Configure default interface configuration and re-configure.
  
      
 
      
    
 
   
 
    
 
   [bookmark: _Toc66043900]Resolved Issues 
 
   The following tables lists the resolved issues for Cisco Nexus 3000 Series switches in Cisco NX-OS Release 10.2(4)M. Click the Bug ID to search the Cisco Bug Search Tool for additional information about the bug.
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       	 CSCvx51159
  
       	 Headline: Nexus 3548 - Boot times increased after upgrade to Cisco NX-OS Release 9.3(6).
 
 Symptom: After upgrade from Cisco NX-OS Release 9.3(5) to 9.3(6), boot times have increase from 20-40 seconds.
 
 Workaround: None
  
      
 
       
       	 CSCvz75894
  
       	 Headline: Nexus 9500-R/Nexus 3600-R hardware application counters may get corrupted.
 
 Symptom: Nexus 9500-R/Nexus 3600-R running Cisco NX-OS 9.3(x) version of converged code may experience hardware counter corruption causing specific application counters to show incorrect information.
 
 Workaround: Reload clears the issue, but it can resurface.
  
      
 
       
       	 CSCwb30246
  
       	 Headline: Nexus 9500-R/Nexus 3600-R CoPP incorrectly matches fragmented UDP packet with UDP PTP port payload as PTP packet.
 
 Symptom: PTP CoPP class shows drops.
 
 Workaround: None 
  
      
 
       
       	 CSCwb58128
  
       	 Headline: “use-vrf management” is missing from the "logging server" configuration line in running config.
 
 Symptom: "use-vrf management" is missing from the output of the show run command.
 
 Workaround: None
  
      
 
       
       	 CSCwb73231
  
       	 Headline: Nexus 9000/Nexus 3100/Nexus 3500 may be sending out of spec PTP messages with SourcePortID equal to zero.
 
 Symptom: Nexus PTP messages rejected by third-party PTP device.
 
 Workaround: Do not use port 1 for PTP.
  
      
 
       
       	 CSCwc00709
  
       	 Headline: PBR over GRE feature broken on Nexus 3000 platform.
 
 Symptom: Per the Cisco Nexus 3000 NX-OS Interfaces Configuration Guide for 9.3(x), Nexus 3000 supports “Configuring a Tunnel Interface Based on Policy Based Routing”. However, when the PBR sets next-hop ip with the tunnel local ip, the PBR IPv4 nexthop table does not install the tunnel IP.
 
 Workaround: None
  
      
 
       
       	 CSCwc71075
  
       	 Headline: OSPFv3 neighborship is brought down when issuing "no feature nv overlay" and when authentication is used.
 
 Symptom: When you enable feature nv overlay on Nexus 3000 and then disable it by issuing "no feature nv overlay," all existing OSPFv3 neighborships are going to DOWN state.
 
 Workaround: Remove OSPFv3 authentication under interface.
  
      
 
       
       	 CSCwc82191
  
       	 Headline: Nexus 3500 fails to update L2 ltl-index for some mcast groups due to exhausted ltl-index pool.
 
 Symptom: After igmp report is received by Nexus 3000, mtc does not program the OIF into l2-ltl. 
 
 Workaround: None; reload the switch to recover.
  
      
 
      
    
 
   
 
   Device Hardware
 
   [bookmark: dbedbedda68f9a15ACLX861]The following tables list the Cisco Nexus 3500 and Cisco Nexus 3600 Series hardware that Cisco NX-OS Release 10.2(4)M supports. For additional information about the supported hardware, see the Hardware Installation Guide for your Cisco Nexus 3500 and Cisco Nexus 3600 Series devices.
 
   [bookmark: dbedbedda68f9a15ACLX878][bookmark: _Toc64067738]Cisco Nexus 3500 Switches
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       	 N3K-C3548P-XL                         
  
       	 Cisco Nexus 3548-XL switch
  
      
 
      
    
 
   
 
    
 
   [bookmark: dbedbedda68f9a15ACLX891][bookmark: _Toc64067739][bookmark: _Toc2349405][bookmark: Cloud_Scale_LCs_9500]Cisco Nexus 3500 Series Fans, Fan Trays and Power Supplies
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       	 N2200-PAC-400W                     
  
       	 Cisco Nexus 2000 or 3000 400W AC power supply, forward airflow (port side exhaust)
  
      
 
       
       	 N2200-PAC-400W-B
  
       	 Cisco Nexus 2000 or 3000 400W AC power supply, reverse airflow (port side intake)
  
      
 
       
       	 N2200-PDC-400W
  
       	 Cisco Nexus 2000 or 3000 400W DC power supply, forward airflow (port side exhaust)
  
      
 
       
       	 N3K-PDC-350W-B
  
       	 Cisco Nexus 2000 or 3000 350W DC power supply, reverse airflow (port side intake)
  
      
 
       
       	 NXA-FAN-30CFM-B
  
       	 Cisco Nexus 2000 or 3000 individual fan, reverse airflow (port side intake)
  
      
 
       
       	 NXA-FAN-30CFM-F
  
       	 Cisco Nexus 2000 or 3000 individual fan, forward airflow (port side exhaust)
  
      
 
      
    
 
   
 
    
 
   [bookmark: dbedbedda68f9a15ACLX938][bookmark: _Toc64067740][bookmark: _Toc2349406]Cisco Nexus 3600 Switches
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       	 N3K-C3636C-R                                   
  
       	 The Cisco Nexus 3636C-R is a 1 rack unit (RU) switch with 36 100-Gigabit QSFP28 ports, 40-Gigabit QSFP, 2 management ports, 1 console port, and 1 USB port. The switch supports both port-side exhaust and port-side intake airflow schemes. The switch has two power supplies, one for operations and the other for redundancy. Both power supplies must be either AC power supplies or DC power supplies.
  
      
 
       
       	 N3K-C36180YC-R
  
  
       	 The Cisco Nexus 36180YC-R is a 1 rack unit (RU) switch with 48 1/10/25-Gigabit SFP ports and 6 40-Gigabit QSFP/100-Gigabit QSFP28 ports, 1 management port, 1 console port, and 1 USB port. The switch supports both port-side exhaust and port-side intake airflow schemes. The switch has two power supplies, one for operations and the other for redundancy. Both power supplies must be either AC power supplies or DC power supplies.
  
      
 
      
    
 
   
 
   [bookmark: _Toc2349417][bookmark: dbedbedda68f9a15ACLX1331] 
 
   [bookmark: _Toc64067992][bookmark: _Toc63017211]Upgrade and Downgrade
 
   [bookmark: _Toc433723809][bookmark: _Toc429030175][bookmark: _Toc429029425][bookmark: _Toc424032607][bookmark: _Toc424029270][bookmark: _Toc424029152][bookmark: _Toc424028913][bookmark: _Toc424028835][bookmark: dbedbedda68f9a15ACLX1692]To perform a software upgrade or downgrade, follow the instructions in the Cisco Nexus 3500 Series NX-OS Software Upgrade and Downgrade Guide and Cisco Nexus 3600 Series NX-OS Software Upgrade and Downgrade Guide.
 
   [bookmark: dbedbedda68f9a15ACLX1693]For information about an In Service Software Upgrade (ISSU), see the [bookmark: dbedbedda68f9a15ACLXHPRL177]Cisco NX-OS ISSU Support Matrix. 
 
   [bookmark: _Toc64067993][bookmark: _Toc63017212]MIB Support
 
   The Cisco Management Information Base (MIB) list includes Cisco proprietary MIBs and many other Internet Engineering Task Force (IETF) standard MIBs. These standard MIBs are defined in Requests for Comments (RFCs). To find specific MIB information, you must examine the Cisco proprietary MIB structure and related IETF-standard MIBs supported by the Cisco Nexus 3000 Series switch. The MIB Support List is available at the following FTP sites:
 
     ftp://ftp.cisco.com/pub/mibs/supportlists/nexus3000/Nexus3000MIBSupportList.html 
 
   [bookmark: RelatedDocumentation][bookmark: _Toc433723810][bookmark: _Toc429030176][bookmark: _Toc429029426][bookmark: _Toc424032608][bookmark: _Toc424029271][bookmark: _Toc424029153][bookmark: _Toc424028914][bookmark: _Toc424028836][bookmark: _Toc64067994][bookmark: _Toc63017213]Supported Optics
 
   To determine which transceivers and cables are supported by Cisco Nexus 3000 Series switches, see the Transceiver Module (TMG) Compatibility Matrix.
 
   To see the transceiver specifications and installation information, see https://www.cisco.com/c/en/us/support/interfaces-modules/transceiver-modules/products-installation-guides-list.html.
 
   [bookmark: _Toc64067995][bookmark: _Toc63017214]Related [bookmark: _Toc424032609][bookmark: _Toc424029272][bookmark: _Toc424029154][bookmark: _Toc424028915][bookmark: _Toc424028837][bookmark: _Toc433723811][bookmark: _Toc429030177][bookmark: _Toc429029427]Content
 
   Cisco Nexus 3000 Series documentation: Cisco Nexus 3000 Series switch documentation
 
   Cisco NX-OS Software Release and Image-naming Convention: Cisco NX-OS Software Strategy and Lifecycle Guide
 
   Cisco Nexus 3000 and 9000 Series NX-API REST SDK User Guide and API Reference: [bookmark: dbedbedda68f9a15ACLX1881][bookmark: _Toc456959038][bookmark: _Toc456860069][bookmark: _Toc451163349][bookmark: _Toc451159371][bookmark: _Toc451159272][bookmark: _Toc450292844][bookmark: _Toc450292718][bookmark: _Toc450220631][bookmark: _Toc450024901][bookmark: _Toc442610731][bookmark: _Toc442092981][bookmark: _Toc434834829][bookmark: _Toc430850323][bookmark: dbedbedda68f9a15ACLX1813]Cisco Nexus 3000 and 9000 Series NX-API REST SDK User Guide and API Reference.
 
   Licensing Information
 
   ●      Cisco NX-OS Licensing Guide
 
   ●      Cisco Nexus 9000 and 3000 Series NX-OS Switch License Navigator
 
   ●      Cisco Nexus Smart Licensing Using Policy User Guide
 
   [bookmark: _Toc64067996][bookmark: _Toc63017215][bookmark: _Toc433723812][bookmark: _Toc429030178][bookmark: _Toc429029428]Documentation Feedback
 
   To provide technical feedback on this document, or to report an error or omission, please send your comments to nexus3k-docfeedback@cisco.com. We appreciate your feedback.[bookmark: Fans_and_Fan_Trays][bookmark: Uplinks][bookmark: Optics]
 
   Legal Information
 
   Cisco and the Cisco logo are trademarks or registered trademarks of Cisco and/or its affiliates in the U.S. and other countries. To view a list of Cisco trademarks, go to this URL: www.cisco.com/go/trademarks. Third-party trademarks mentioned are the property of their respective owners. The use of the word partner does not imply a partnership relationship between Cisco and any other company. (1721R)
 
   Any Internet Protocol (IP) addresses and phone numbers used in this document are not intended to be actual addresses and phone numbers. Any examples, command display output, network topology diagrams, and other figures included in the document are shown for illustrative purposes only. Any use of actual IP addresses or phone numbers in illustrative content is unintentional and coincidental.
 
   © 2022 Cisco Systems, Inc. All rights reserved.
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