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     [bookmark: pgfId-46359]Release Notes for Cisco Connected Grid Device Manager (Cisco IOS) ,  Release 4.0
      
      
 
     
 
 
     
 
     
 
     [bookmark: pgfId-56012]
 
     [bookmark: pgfId-45601]Cisco 1000 Series Connected Grid Routers (CGR 1000) are multi-service communications platforms designed for use in field area networks. 
 
     [bookmark: pgfId-52111]The portfolio consists of two models–Cisco CGR 1240 and Cisco CGR 1120–both ruggedized to varying degrees for outdoor and indoor deployments. Both models are modular and support a wide-range of communications interfaces such as 2G/3G, Ethernet, and WiFi.
 
     [bookmark: pgfId-45858]The Cisco Connected Grid Device Manager (Device Manager) is a Windows-based application that field technicians can use to manage the CGR 1000 remotely. For some activities, the Device Manager retrieves information from the Cisco Connected Grid Network Management System (Cisco CG-NMS). The Device Manager connects to the CGR 1000 by using a secure Ethernet or WiFi link.
 
     [bookmark: pgfId-57863]This version of Device Manager supports Connected Grid devices that run Cisco IOS. All the features supported in the previous version of Device Manager are also supported in this version. The previous version of Device Manager that runs on CG-OS based CGR 1000 routers continues to support those routers. Both versions of Device Manager can co-exist on the same laptop.
 
   
 
    
     [bookmark: pgfId-45869][bookmark: 91228]Tell Us What You Think
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       	  [bookmark: pgfId-46003]Send your feedback about this document directly to the Connected Energy Documentation Team.
  
  
      
 
     
    
 
   
 
    
     [bookmark: pgfId-16934][bookmark: 63392]Contents
 
     [bookmark: pgfId-47343]This document contains the following sections:
 
     
     	 [bookmark: pgfId-47351]New Features
 
     	 [bookmark: pgfId-47449]System Requirements
 
     	 [bookmark: pgfId-47355]Important Notes
 
     	 [bookmark: pgfId-47359]Caveats
 
     	 [bookmark: pgfId-47435]Related Documentation
 
     	 [bookmark: pgfId-47439]Obtaining Documentation and Submitting a Service Request
 
    
 
   
 
    
     [bookmark: pgfId-47440][bookmark: 82150]New Features
 
      lists the new features added in Cisco Connected Grid Device Manager, Release 4.0.
 
     .
 
     
      
    
 
    
 
    [bookmark: pgfId-54878]Note Please refer to “Important Notes” section before installing this software.

     
    

    
 
     [bookmark: pgfId-47663]
 
     
      
       
        [bookmark: pgfId-53700]Table 1 [bookmark: 55929]New Feature Summary for CG-DM Release 4.0 
 
       
      
        
        	
          
          [bookmark: pgfId-53704]Feature
         
  
        	
          
          [bookmark: pgfId-53706]Description
         
  
       
 
        
        	 [bookmark: pgfId-53708]Cisco Connected Grid Device Manager (CG-DM) for CGR 1000 routers running Cisco IOS 
  
        	 [bookmark: pgfId-53712]First release. 
  [bookmark: pgfId-58475]This release supports all the same features supported in CG-DM for CGR 1000 routers running CG-OS, and includes several enhancements:
 
          
          	 [bookmark: pgfId-64700]Improved user interface (UI) design
 
          	 [bookmark: pgfId-64701]Intuitive tooltips 
 
          	 [bookmark: pgfId-64702]Ability to view interface and module details in Dashboard (tooltips)
 
          	 [bookmark: pgfId-64703]Option to view the application log
 
          	 [bookmark: pgfId-64704]Troubleshooting wizard
 
          	 [bookmark: pgfId-64705]Command history in Advanced tab
 
         
  
       
 
      
     
 
    
 
   
 
    
     [bookmark: pgfId-47338][bookmark: 17541]System Requirements 
 
     
     	 [bookmark: pgfId-45237]Microsoft Windows 7 Enterprise
 
     	 [bookmark: pgfId-43757]2 GHz or faster processor recommended
 
     	 [bookmark: pgfId-43758]1 GB RAM minimum (for potential large log file processing)
 
     	 [bookmark: pgfId-43759]WiFi or Ethernet interface
 
     	 [bookmark: pgfId-43760]4 GB disk storage space
 
     	 [bookmark: pgfId-43438]Windows login enabled
 
     	 [bookmark: pgfId-45249]PFX file containing Utility-signed Certificate Authority (CA) and Client Certificate for router authentication (obtained from your IT department)
 
    
 
   
 
    
     [bookmark: pgfId-63855][bookmark: 27302]Important Notes
 
     [bookmark: pgfId-63858]Device Manager 4.0 does not support CGR 1000 routers running CG-OS.
 
   
 
    
     [bookmark: pgfId-63915][bookmark: 41366]Caveats
 
     to find further details on those caveats. This section includes the following topics:
 
     
     	 [bookmark: pgfId-58577]Open Caveats
 
     	 [bookmark: pgfId-58581]Accessing Bug Search Tool
 
    
 
     
      [bookmark: pgfId-46160][bookmark: 97515]Open Caveats
 
      
      	 [bookmark: pgfId-59444] CSCun07445 
 
     
 
      Current interface selection should be shown after Bring up.
 
      Steps to reproduce: 
 
      [bookmark: pgfId-60277] 1. Launch Device Manager.
 
      [bookmark: pgfId-60278] 2. Provide device credentials and login to Device Manager.
 
      [bookmark: pgfId-60279] 3. Go to Interfaces and select an Interface (FE 2/7, which is in the middle of the Manage Device Interfaces table) for which Line Protocol and Administrative status is down.
 
      button.
 
      [bookmark: pgfId-60123] 5. Observe that the interface is still down and the current interface selection is set to the first interface row of the Manage Device Interfaces table. (FE 2/5, which is in the middle of the Manage Device Interfaces table).
 
      [bookmark: pgfId-60125]Expected Results:
 
      , the interface status should be Up.
 
      , the current interface selection should be shown (FE 2/7, which is in the middle of the Manage Device Interfaces table).
 
      Clicking the Refresh button (left corner of the page) shows the current status of the selected interface.
 
      
      	 [bookmark: pgfId-59596] CSCun56152 
 
     
 
      Changing device type resets all the text.
 
      Steps to reproduce:
 
      [bookmark: pgfId-60565] 1. Launch Device Manager.
 
      .
 
      [bookmark: pgfId-60567] 3. Provide all credentials, such as Connection type, IP Address, Device username, and password.
 
      [bookmark: pgfId-60568] 4. Click on Device type and select a different device type.
 
      [bookmark: pgfId-60569] 5. Observe that changing the device type resets all the text to previous Connection credentials.
 
      [bookmark: pgfId-60533]Expected results: Device type should not reset all the text to previous Connection credentials.
 
      
 
      
      	 [bookmark: pgfId-60759] CSCun86739 
 
     
 
      Work orders—multiple row selections are not visible.
 
      Steps to reproduce: 
 
      
 
      [bookmark: pgfId-60932] 2. Create a couple of work orders for different devices in CG-NMS and download the work orders.
 
      [bookmark: pgfId-60933] 3. Observe that:
 
      [bookmark: pgfId-60934] a.[image: ] You can select multiple work orders using the SHIFT key, but the selection of rows is not visible.
 
      [bookmark: pgfId-60935] b.[image: ] The work order Start Date displays the time as 6.30 by default for each work order.
 
      [bookmark: pgfId-60936] c.[image: ] When you click Connect Without Work Order or Override Work Order and give the wrong device credentials, after the Connection Error popup , the Connect To Device window is enabled to access.
 
      [bookmark: pgfId-60937]Expected results: 
 
      [bookmark: pgfId-60938]–[image: ] After multiple work order selection using SHIFT key, selection of rows is visible 
 
      [bookmark: pgfId-60939]–[image: ] The work order start time is the correct time (the work order created time).
 
      [bookmark: pgfId-60761]–[image: ] Window modularity is not enabled (for step 3c). 
 
      
 
      
      	 [bookmark: pgfId-63234] CSCuo19151 
 
     
 
      Sync with CG-NMS - IP address needs proper validation.
 
      Steps to reproduce: 
 
      .
 
      .
 
      [bookmark: pgfId-61320] 3. Observe that the IP address is not validated when any numbers are given. 
 
      [bookmark: pgfId-61321]Expected results: IP address needs proper validation in Sync with CG-NMS and View CG-NMS Connection Settings.
 
      [bookmark: pgfId-59829]Note: Same issue in Connectivity - Add Target - IP Address
 
      There is no workaround.
 
      
      	 [bookmark: pgfId-63432] CSCuo70656 
 
     
 
      Uninstallation shows success for non-admin users even though CG-DM still exists.
 
      Steps to reproduce: 
 
      [bookmark: pgfId-61500] 1. Install CG-DM as administrator user of machine (PC) and create a non-admin user.
 
      [bookmark: pgfId-61501] 2. Login as non-admin user. 
 
      [bookmark: pgfId-61502] 3. Go to Programs and features and uninstall the CG-DM application.
 
      , CG-DM is NOT uninstalled. 
 
      [bookmark: pgfId-59916]Expected result: CG-DM should not be allowed to show the unistaller wizard for non-admin users and should require administrator permission.
 
      Only admin users can uninstall Device Manager.
 
      
      	 [bookmark: pgfId-59972] CSCuo71626 
 
     
 
      Download Startup fails with "invalid cli command" (Error code: "BAD_PARAMETER").
 
      CG-DM reported the following error:
 
     
      [bookmark: pgfId-61714]Unable to execute command(s). Reason: "invalid cli command" (Error code: "BAD_PARAMETER")
     

     
      [bookmark: pgfId-61936]
     

      [bookmark: pgfId-61815]A side note, the acronym "cli" should be all uppercase ("CLI").
 
      
 
      
      	 [bookmark: pgfId-63528] CSCuo76229 
 
     
 
      Modal issues in Test Connectivity and Connect To Device.
 
      Steps to reproduce: 
 
      in Sync with CG-NMS or Import Certificate.
 
      .
 
      [bookmark: pgfId-61968] 3. Observe that you can access the Sync with CG-NMS dialog when there is success or failure. 
 
      [bookmark: pgfId-61970]Expected results: The modal issues should be resolved with respect to the success or failure popup message. 
 
      [bookmark: pgfId-58796]Note: The same issue exists with Connect To Device, Override Work Order, and Import Certificate success or fail popup message. You can access the Connect To Device window.
 
      When there is an active popup window, do not access the background window.
 
      
      	 [bookmark: pgfId-59788] CSCuo92833 
 
     
 
      After Cancel, CG-NMS Connection Settings dialog is not retrieved.
 
      Steps to reproduce: 
 
      .
 
      .
 
      . 
 
      .
 
      again.
 
      [bookmark: pgfId-62944]Actual Results: 
 
      bu–[image: ]on does not display the CG-NMS Connection Settings dialog.
 
      in–[image: ]he CG-NMS Connection Settings dialog.
 
      [bookmark: pgfId-62716]Expected results: 
 
      again.
 
      [bookmark: pgfId-62720]–[image: ] If CG-NMS Connection settings are not saved, the password should not be displayed in the Change CG-NMS dialog.
 
      [bookmark: pgfId-59790]Note: This issue occurs only if Test Connectivity is successful and on a fresh install (no storage).
 
      in the settings menu. You can view the password and change the settings again.
 
    
 
     
      [bookmark: pgfId-58607][bookmark: 85794]Accessing Bug Search Tool
 
      [bookmark: pgfId-58608]You can use the Bug Search Tool to find information about caveats for this release, including a description of the problems and available workarounds. The Bug Search Tool lists both open and resolved caveats.
 
      [bookmark: pgfId-58609]To access Bug Search Tool, you need the following items:
 
      
      	 [bookmark: pgfId-58610]Internet connection
 
      	 [bookmark: pgfId-58611]Web browser
 
      	 [bookmark: pgfId-58612]Cisco.com user ID and password
 
     
 
      [bookmark: pgfId-58613]To access the Bug Search Tool, enter the following URL:
 
      
 
      [bookmark: pgfId-58616]To access the Bug Search Tool to search on a specific caveat, enter the following URL:
 
      
 
      
 
    
 
     
      [bookmark: pgfId-58620]Accessing Error Message Decoder
 
      [bookmark: pgfId-58621]You can look up explanations for console error message strings found in system logs at the following location:
 
      
 
    
 
   
 
    
     [bookmark: pgfId-55965][bookmark: 97516][bookmark: 72110]Related Documentation 
 
     
     	 [bookmark: pgfId-64392] Cisco Connected Grid Device Manager Installation and User Guide, Release 4.0 
 
     	 [bookmark: pgfId-64384]All support documentation for Cisco 1000 Series Connected Grid Routers:  www.cisco.com/go/cgr1000-docs 
 
     	 [bookmark: pgfId-45549]All support documentation for Cisco Connected Grid Modules: 
  www.cisco.com/go/cg-modules 
 
    
 
   
 
    
     [bookmark: pgfId-64816][bookmark: 15432][bookmark: 74565]Obtaining Documentation and Submitting a Service Request
 
     .
 
     , which lists all new and revised Cisco technical documentation as an RSS feed and delivers content directly to your desktop using a reader application. The RSS feeds are a free service.
 
     This document is to be used in conjunction with the documents listed in the “Related Documentation” section.
 
     
      [bookmark: pgfId-64807]Cisco and the Cisco logo are trademarks or registered trademarks of Cisco and/or its affiliates in the U.S. and other countries. To view a list of Cisco trademarks, go to this URL:  www.cisco.com/go/trademarks . Third-party trademarks mentioned are the property of their respective owners. The use of the word partner does not imply a partnership relationship between Cisco and any other company. (1110R)
 
    
 
     
      [bookmark: pgfId-58114]No combinations are authorized or intended under this document.
 
    
 
     
      [bookmark: pgfId-58096]Any Internet Protocol (IP) addresses and phone numbers used in this document are not intended to be actual addresses and phone numbers. Any examples, command display output, network topology diagrams, and other figures included in the document are shown for illustrative purposes only. Any use of actual IP addresses or phone numbers in illustrative content is unintentional and coincidental.
 
    
 
     
      [bookmark: pgfId-55450] 2014 Cisco Systems, Inc. All rights reserved.
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