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     [bookmark: pgfId-782321]Revised: September 18, 2015
 
     [bookmark: pgfId-782357]
 
     [bookmark: pgfId-776395]This document contains release information for the Cisco ASA Device Package software, Version 1.2(1) for ACI, and includes the following sections: 
 
     
     	 [bookmark: pgfId-783647]Supported ASA Models
 
     	 [bookmark: pgfId-778185]New Features
 
     	 [bookmark: pgfId-783026]Model Changes Between 1.1(1) and 1.2(1)
 
     	 [bookmark: pgfId-775295]Important Notes
 
     	 [bookmark: pgfId-775278]Installing the Software
 
     	 [bookmark: pgfId-781978]Open Caveats
 
     	 [bookmark: pgfId-778216]Resolved Caveats
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     [bookmark: pgfId-783571]The following table lists the supported ASA models.
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          [bookmark: pgfId-783576]Software Version
         
  
       
 
        
        	 [bookmark: pgfId-783578]ASA 5500-X (5512 through 5555)
  
        	  [bookmark: pgfId-783580]ASA software Version 8.4(x) and later
  
       
 
        
        	 [bookmark: pgfId-783582]ASA 5585-X (SSP 10 through SSP 60) 
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     [bookmark: pgfId-778131][bookmark: 63106]New Features
 
     [bookmark: pgfId-778530]We have added support for the following:
 
     
     	 [bookmark: pgfId-778571]Dynamic routing (as supported by the APIC)
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     [bookmark: pgfId-778532]–[image: ] OSPF (OSPFv2 and OSPFv3)
 
     
     	 [bookmark: pgfId-778533]Multiple contexts
 
     	 [bookmark: pgfId-781024]Configuring  same-security-traffic-permit inter-interface 
 
     	 [bookmark: pgfId-781097]Configuring direct failover links that do not use the ACI fabric
 
     	 [bookmark: pgfId-781172]NAT  net-to-net option
 
     	 [bookmark: pgfId-781203]Redirecting ASA traffic to the ASA FirePOWER module using the  sfr command
 
    
 
     
      
    
 
    
 
    [bookmark: pgfId-778699]Note OSPFv3 requires ASA release 9.0(1) or above
BGP (IPv4) requires ASA release 9.2(1) or above
BGP (IPv6) requires ASA release 9.3(2) or above

     
    

    
 
     [bookmark: pgfId-778799]The following figure shows the how to set up the APIC to access the ASA. For an ASA in multi-context mode, the management IP address of the cluster should be that of the admin context of the ASA, and the management IP address of Device 1 should be that of the target user context. (The admin context can be the target user context as well.)
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     [bookmark: pgfId-778790]Each context must be defined as its own APIC cluster. Multiple contexts within an ASA cannot be represented under a single cluster.
 
   
 
    
     [bookmark: pgfId-782588][bookmark: 95137]Model Changes Between 1.1(1) and 1.2(1)
 
     
     	 [bookmark: pgfId-782589]We changed the ipv4_address and ipv6_address parameters to folders in the BridgeGroupIntf folder.
 
     	 [bookmark: pgfId-782542]We changed the ipv4_address and ipv6_link_local_address parameters to folders in the InterfaceConfig folder.
 
     	 [bookmark: pgfId-782610]We moved the PortChannelMember and LACPMaxBundle folders from device configuration to cluster configuration.
 
     	 [bookmark: pgfId-782611]We removed all the parameters named rate_status under the BasicThreatDetection folder.
 
     	 [bookmark: pgfId-782612]We removed the status parameter in the ScanningThreatRate folder.
 
     	 [bookmark: pgfId-782613]We removed the statistics parameter in the AdvancedThreatDetection folder.
 
    
 
   
 
    
     [bookmark: pgfId-782478][bookmark: 79773]Important Notes
 
     
     	 [bookmark: pgfId-775903]In a scenario where there are two identical graphs (identical interfaces) that have one BD with multiple EPGs, it is not possible to support NAT because NAT cannot differentiate between interfaces. 
 
     	 [bookmark: pgfId-776110]When you delete NAT on one of the graphs or delete one of the graph instances, the ASA Device Package cannot determine which one you want to delete, and it removes both.
 
     	 [bookmark: pgfId-781758]The ASAv does not support multiple context mode.
 
    
 
   
 
    
     [bookmark: pgfId-775909][bookmark: 54146][bookmark: 51000][bookmark: 53817][bookmark: 28393][bookmark: 90714]Installing the Software
 
     [bookmark: pgfId-772442]To install the ASA Device Package software, see the Cisco ASA Integration with the APIC Quick Start Guide for instructions, at:
 
     
 
     
      [bookmark: pgfId-772558][bookmark: 11354]Downloading the Software from Cisco.com
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     [bookmark: pgfId-782015]If you are a registered Cisco.com user, view more information about each caveat using Bug Search at the following website:
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     [bookmark: pgfId-776561][bookmark: 62976][bookmark: 76091]Resolved Caveats
 
     [bookmark: pgfId-776572]If you are a registered Cisco.com user, view more information about each caveat using Bug Search at the following website:
 
     
 
     [bookmark: pgfId-783478]The following table contains resolved caveats in ASA Device Package Version 1.2(1):
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        	 [bookmark: pgfId-779192]CSCur97527 
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        	 [bookmark: pgfId-781445]Support failover LAN & stateful failover link on same interface
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        	 [bookmark: pgfId-781441]Mgmt_standby_ip should use device context label
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        	 [bookmark: pgfId-779198]VLAN didn't get updated on the ASA after recreating the service graph 
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        	 [bookmark: pgfId-779202]Failover fault when changing unit or interface hold time
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     [bookmark: pgfId-775090]For additional information about the APIC, see the Cisco APIC solution website:
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