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     [bookmark: pgfId-2475066][bookmark: 88879]FCoE Commands
      
      
 
     
 
 
     [bookmark: pgfId-2475067]This chapter describes the Cisco NX-OS Fibre Channel over Ethernet (FCoE) commands for the Cisco Nexus 7000 Series and MDS 9500 Series switches. 
 
   
 
    
     [bookmark: pgfId-2483369][bookmark: marker-2367780][bookmark: marker-2367781][bookmark: marker-2367782][bookmark: marker-2148453][bookmark: marker-2150810][bookmark: marker-2483368]allocate fcoe-vlan-range 
 
     [bookmark: pgfId-2483370]To allocate Fibre Channel over Ethernet (FCoE) VLANs to a virtual device context (VDC), use the allocate fcoe-vlan-range command. To remove the shared FCoE VLAN configuration for the VDC, use the no form of this command.
 
     [bookmark: pgfId-2483371]allocate fcoe-vlan-range vlan-range from vdcs vdc-name... [, vdcs vdc-name]
 
     [bookmark: pgfId-2483372]no allocate fcoe-vlan-range vlan-range from vdc vdc-name...[, vdcs vdc-name] 
 
     
      [bookmark: pgfId-2483390]
      
         
      
 Syntax Description
 
      
       
       
         
         	 [bookmark: pgfId-2483375]vlan-range
  
         	 [bookmark: pgfId-2483377]FCoE VLAN range. The range is from 1 to 3967.
  
        
 
         
         	 [bookmark: pgfId-2483379]from
  
         	 [bookmark: pgfId-2483381]Specifies which VDCs are going to share ports with the FCoE VDC.
  
        
 
         
         	 [bookmark: pgfId-2483383]vdcs 
  
         	 [bookmark: pgfId-2483385](Optional) Specifies the VDC.
  
        
 
         
         	 [bookmark: pgfId-2483387]vdc-name
  
         	 [bookmark: pgfId-2483389]VDC name. 
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2483391]
      
         
      
 Defaults
 
      [bookmark: pgfId-2483392]None
 
    
 
   
 
    
     [bookmark: pgfId-2483393]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2483394]VDC configuration mode
 
     
     [bookmark: pgfId-2483395]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2483406]
      
         
      
 Command History
 
      
       
       
         
         	
           
           [bookmark: pgfId-2483399]Release
          
  
         	
           
           [bookmark: pgfId-2483401]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2483403]5.2(1)
  
         	 [bookmark: pgfId-2483405]This command was introduced on the Cisco Nexus 7000 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2483407]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2483408]Before allocating fcoe-vlan-range one has to create a storage vdc first.
 
      [bookmark: pgfId-2483409]This command does not require a license. 
 
      
       
     
 
     
 
     [bookmark: pgfId-2483410]Note Before allocating fcoe-vlan-range one has to create a storage vdc first.

      
     

     
 
    
 
     
      [bookmark: pgfId-2483411]
       
      
 Examples
 
      [bookmark: pgfId-2483412]This example shows how to allocate FCoE VLANs to a VDC:
 
     
      [bookmark: pgfId-2483413]switch# configure terminal
     

     
      [bookmark: pgfId-2483414]switch(config)# vdc 2
     

     
      [bookmark: pgfId-2483415]switch(config-vdc)# allocate fcoe-vlan-range 100-200 from vdc switch
     

     
      [bookmark: pgfId-2483416]switch(config-vdc)#
     

      This example shows how to remove the shared FCoE VLAN configuration for a VDC:
 
     
      [bookmark: pgfId-2483418]switch(config-vdc)# no allocate fcoe-vlan-range 100-200 from vdc switch
     

      [bookmark: pgfId-2483419]switch(config-vdc)#
 
    
 
     
      [bookmark: pgfId-2483433]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2483422]Command
          
  
         	 
           
           [bookmark: pgfId-2483424]Description
          
  
        
 
         
         	 [bookmark: pgfId-2483426]allocate interface
  
         	 [bookmark: pgfId-2483428]Allocates interfaces to a VDC for sharing ports.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2483432]Displays the FCoE VLAN range on the VDC. 
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2483434]allocate shared interface ethernet
 
     [bookmark: pgfId-2483435]To allocate interfaces to a virtual device context (VDC) for sharing ports, use the allocate shared interface ethernet command. To disallow the VDC to share interfaces, use the no form of this command.
 
     [bookmark: pgfId-2483436]allocate shared interface ethernet slot/chassis number
 
     [bookmark: pgfId-2483437]no allocate shared interface ethernet slot/chassis number
 
     
      [bookmark: pgfId-2483443]
      
         
      
 Syntax Description
 
      
       
       
         
         	 [bookmark: pgfId-2483440]slot/chassis number
  
         	 [bookmark: pgfId-2483442]Slot or chassis number. The range is from 1 to 253.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2483444]
      
         
      
 Defaults
 
      [bookmark: pgfId-2483445]None
 
    
 
   
 
    
     [bookmark: pgfId-2483446]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2483447]VDC configuration mode
 
     
     [bookmark: pgfId-2483448]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2483459]
      
         
      
 Command History
 
      
       
       
         
         	
           
           [bookmark: pgfId-2483452]Release
          
  
         	
           
           [bookmark: pgfId-2483454]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2483456]5.2(1)
  
         	 [bookmark: pgfId-2483458]This command was introduced on the Cisco Nexus 7000 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2483460]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2483461]This command does not require a license.
 
    
 
     
      [bookmark: pgfId-2483462]
       
      
 Examples
 
      [bookmark: pgfId-2483463]This example shows how to allocate interfaces to a VDC for sharing ports:
 
     
      [bookmark: pgfId-2483464]switch# configure terminal
     

     
      [bookmark: pgfId-2483465]switch(config)# vdc 2
     

     
      [bookmark: pgfId-2483466]switch(config-vdc)# allocate shared interface ethernet 7/5
     

     
      [bookmark: pgfId-2483467]switch(config-vdc)#

     

      [bookmark: pgfId-2483468]This example shows how to disallow a VDC to share interfaces:
 
     
      [bookmark: pgfId-2483469]switch(config-vdc)# no allocate shared interface ethernet 7/5 
     

      [bookmark: pgfId-2483470]switch(config-vdc)#
 
    
 
     
      [bookmark: pgfId-2483484]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2483473]Command
          
  
         	 
           
           [bookmark: pgfId-2483475]Description
          
  
        
 
         
         	 [bookmark: pgfId-2483477]allocate fcoe-vlan-range
  
         	 [bookmark: pgfId-2483479]Allocates FCoE VLANs to a VDC.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2483483]Displays the shared interfaces on a VDC.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2422895]bind interface
 
     [bookmark: pgfId-2422896]To bind the virtual Fibre Channel (VFC) interface to the physical or logical interface, use the bind interface command. To unbind the VFC interface, use the no form of this command.
 
     [bookmark: pgfId-2422897]bind interface {ethernet slot/port number | ethernet-port-channel port-channel port-channel number}
 
     [bookmark: pgfId-2422898]no bind interface {ethernet slot/port number | ethernet-port-channel port-channel port-channel number}
 
     
      [bookmark: pgfId-2422920]
      
         
      
 Syntax Description
 
      
       
       
         
         	 [bookmark: pgfId-2422901]ethernet
  
         	 [bookmark: pgfId-2422903]Specifies the Ethernet interface.
  
        
 
         
         	 [bookmark: pgfId-2422905]slot/port number
  
         	 [bookmark: pgfId-2422907]Slot and port number. The range is from 1 to 253.
  
        
 
         
         	 [bookmark: pgfId-2422909]ethernet-port-channel
  
         	 [bookmark: pgfId-2422911]Specifies the Ethernet port channel interface.
  
        
 
         
         	 [bookmark: pgfId-2422913]port-channel
  
         	 [bookmark: pgfId-2422915]Specifies the port channel interface.
  
        
 
         
         	 [bookmark: pgfId-2422917]port-channel number
  
         	 [bookmark: pgfId-2422919]Port channel number. The range is from 1 to 4096.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2422921]
      
         
      
 Defaults
 
      [bookmark: pgfId-2422922]None.
 
    
 
   
 
    
     [bookmark: pgfId-2422923]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2422924]Interface configuration mode.
 
     
     [bookmark: pgfId-2422925]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2431408]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2431400]Release
          
  
         	 
           
           [bookmark: pgfId-2431402]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2431404]5.2(1)
  
         	 [bookmark: pgfId-2431407]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2422937]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2422938]None.
 
    
 
     
      [bookmark: pgfId-2422939]
       
      
 Examples
 
      [bookmark: pgfId-2422940]This example shows how to bind a VFC interface to an Ethernet interface:
 
     
      [bookmark: pgfId-2422941]switch# config t
     

     
      [bookmark: pgfId-2422942]Enter configuration commands, one per line. End with CNTL/Z.
     

     
      [bookmark: pgfId-2422943]switch(config)# interface vfc 4
     

     
      [bookmark: pgfId-2422944]switch(config-if)# bind interface ethernet 1/4
     

     
      [bookmark: pgfId-2422945]switch(config-if)#
     

     
      [bookmark: pgfId-2422946]
     

      [bookmark: pgfId-2422947]This example shows how to bind a VFC interface to a port channel interface:
 
     
      [bookmark: pgfId-2422948]switch# config t
     

     
      [bookmark: pgfId-2422949]Enter configuration commands, one per line. End with CNTL/Z.
     

     
      [bookmark: pgfId-2422950]switch(config)# interface vfc 4
     

     
      [bookmark: pgfId-2422951]switch(config-if)# bind interface port-channel 1
     

     
      [bookmark: pgfId-2422952]switch(config-if)#
     

    
 
     
      [bookmark: pgfId-2423219]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2423223]Command
          
  
         	 
           
           [bookmark: pgfId-2423225]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2423229]Creates a VFC interface. 
  
        
 
       
      
 
     
 
     
      [bookmark: pgfId-2423455]
     

    
 
   
 
    
     [bookmark: pgfId-2487657]disable-fka[bookmark: marker-2487656]
 
     form of this command.
 
     
 
     
 
     
      [bookmark: pgfId-2487661]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2487662]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-2487663]
      
         
      
 Command Default
 
      [bookmark: pgfId-2487664]Enabled
 
    
 
   
 
    
     [bookmark: pgfId-2487665]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2487666]Virtual Fibre Channel interface configuration mode
 
     
      [bookmark: pgfId-2487676]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2487669]Release
          
  
         	 
           
           [bookmark: pgfId-2487671]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2487673]NX-OS 6.2(8)
  
         	 [bookmark: pgfId-2487675]This command was introduced.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2487677]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2487678]Before you use this command, you must enable Fibre Channel over Ethernet (FCoE).
 
    
 
     
      [bookmark: pgfId-2487682]
       
      
 Examples
 
      [bookmark: pgfId-2487683]This example shows how to disable the verification of FKA messages:
 
     
      [bookmark: pgfId-2487684]switch# configure terminal 
     

     
      [bookmark: pgfId-2487685]switch(config)# interface vfc 3 
     

     
      [bookmark: pgfId-2487686]switch(config-if)# disable-fka 
     

     
      [bookmark: pgfId-2487687]switch(config-if)# 
     

     
      [bookmark: pgfId-2487688]
     

      [bookmark: pgfId-2487689]This example shows how to enable the verification of FKA messages:
 
     
      [bookmark: pgfId-2487690]switch# configure terminal 
     

     
      [bookmark: pgfId-2487691]switch(config)# interface vfc 3 
     

     
      [bookmark: pgfId-2487692]switch(config-if)# no disable-fka 
     

     
      [bookmark: pgfId-2487693]switch(config-if)# 
     

     
      [bookmark: pgfId-2487694]
     

    
 
     
      [bookmark: pgfId-2487712]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2487697]Command
          
  
         	 
           
           [bookmark: pgfId-2487699]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2487703]Configures the time interval in which FIP keepalive (FKA) messages are transmitted to the MAC address of the ENode.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2487707]Displays FCoE NPV configuration information.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2487711]Configures a switch port parameter on a virtual Fibre Channel interface.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2077679]feature-set fcoe
 
     [bookmark: pgfId-2077680]To enable the Fibre Channel over Ethernet (FCoE) feature set, use the feature-set fcoe command. To disable this feature, use the no form of this command.
 
     [bookmark: pgfId-2088688]feature-set fcoe
 
     [bookmark: pgfId-2088689]no feature-set fcoe
 
     
      [bookmark: pgfId-2088699]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2291783]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-2249929]
      
         
      
 Defaults
 
      [bookmark: pgfId-2249930]Disabled.
 
    
 
   
 
    
     [bookmark: pgfId-2249931]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2249914]Global configuration mode.
 
     
     [bookmark: pgfId-2077697]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2077708]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2077701]Release
          
  
         	 
           
           [bookmark: pgfId-2077703]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2077705]5.2(1)
  
         	 [bookmark: pgfId-2077707]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2077709]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2416984]Use the feature-set fcoe command to enable all the features for FCoE. You must first use the install feature-set fcoe command to install FCoE support.
 
      
       
     
 
     
 
     [bookmark: pgfId-2472520]Note The feature-set fcoe command is automatically installed and enabled when a FCoE line card is inserted. 

      
     

     
 
      [bookmark: pgfId-2389191]The no feature-set fcoe command might take some time to complete if the size of the configuration is very large because the command must clean up all of the configuration associated with the FCoE feature set.
 
    
 
     
      [bookmark: pgfId-2348520]
       
      
 Examples
 
      [bookmark: pgfId-2077713]This example shows how to disable the FCoE feature set on the Cisco Nexus 7000 and MDS 9000 Series switches:
 
     
      [bookmark: pgfId-2077714]switch# config t
     

     
      [bookmark: pgfId-2077715]Enter configuration commands, one per line. End with CNTL/Z.
     

     
      [bookmark: pgfId-2077716]switch(config)# no feature-set fcoe
     

     
      [bookmark: pgfId-2342361]switch(config)#
     

     
      [bookmark: pgfId-2486912]
     

     
      [bookmark: pgfId-2486915]
     

    
 
     
      [bookmark: pgfId-2077735]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2077728]Command
          
  
         	 
           
           [bookmark: pgfId-2077730]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2077734]Installs the FCoE support. 
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2334196][bookmark: marker-2367767][bookmark: marker-2384451][bookmark: marker-2159690]fcoe fcmap[bookmark: marker-2334195]
 
     form of this command.
 
     
 
     
 
     
      [bookmark: pgfId-2277498]
      
         
      
 Syntax Description
 
      
       
       
         
         	 
  
         	 [bookmark: pgfId-2277497]FC-Map value. The range is from 0EFC00 to 0EFCFF, and the default is 0xefc00.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2277499]
      
         
      
 Command Default
 
      [bookmark: pgfId-2277500]0EFC00.
 
    
 
   
 
    
     [bookmark: pgfId-2277501]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2277502]Global configuration mode.
 
     
     [bookmark: pgfId-2435381]
     
        
     
 Supported User Roles
    
 
     [bookmark: pgfId-2435382]network-admin
 
     [bookmark: pgfId-2443951]vdc-admin
 
     
      [bookmark: pgfId-2277512]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2277505]Release
          
  
         	 
           
           [bookmark: pgfId-2277507]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2331144]5.2(1)
  
         	 [bookmark: pgfId-2331146]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2277513]
      
         
      
 Usage Guidelines
 
      or the feature-set fcoe command.
 
      [bookmark: pgfId-2277515]You can prevent data corruption due to cross-fabric talk by configuring an FC-Map, which identifies the Fibre Channel fabric for this switch. When the FC-Map is configured, the switch discards the MAC addresses that are not part of the current fabric.
 
    
 
     
      [bookmark: pgfId-2277520]
       
      
 Examples
 
      [bookmark: pgfId-2277521]This example shows how to configure the FC-Map value on the switch:
 
     
      [bookmark: pgfId-2277522]switch(config)# fcoe fcmap 0xefc10 
     

     
      [bookmark: pgfId-2277523]switch(config)# 
     

    
 
     
      [bookmark: pgfId-2277546]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2277527]Command
          
  
         	 
           
           [bookmark: pgfId-2277529]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2277533]Configures the FCoE Initialization Protocol (FIP) priority value.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2277537]Configures the time interval at which FIP keepalive (FKA) messages are transmitted to the MAC address of the ENode.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2277541]Enables FCoE on the switch.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2277545]Displays the FCoE parameters, such as an FC-Map, default FCF priority value, and FKA advertisement period.
  
        
 
         
         	 [bookmark: pgfId-2325900]feature-set fcoe
  
         	 [bookmark: pgfId-2325902]Enables all the features necessary for FCoE on the switch.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2279767][bookmark: marker-2268214]fcoe fcf-priority[bookmark: marker-2279766]
 
     form of this command.
 
     
 
     
 
     
      [bookmark: pgfId-2279776]
      
         
      
 Syntax Description
 
      
       
       
         
         	 
  
         	 [bookmark: pgfId-2279775]FCF priority value. The range is from 0 to 255. 
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2279777]
      
         
      
 Command Default
 
      [bookmark: pgfId-2279778]128.
 
    
 
   
 
    
     [bookmark: pgfId-2279779]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2279780]Global configuration mode.
 
     [bookmark: pgfId-2279781]Interface vFC mode.
 
     
     [bookmark: pgfId-2435396]
     
        
     
 Supported User Roles
    
 
     [bookmark: pgfId-2435397]network-admin
 
     [bookmark: pgfId-2443956]vdc-admin
 
     
      [bookmark: pgfId-2279791]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2279784]Release
          
  
         	 
           
           [bookmark: pgfId-2279786]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2331330]5.2(1)
  
         	 [bookmark: pgfId-2331332]This command was introduced on the Cisco Nexus 7000 MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2279792]
      
         
      
 Usage Guidelines
 
      command.
 
      [bookmark: pgfId-2279797]The switch advertises its priority. The priority is used by the converged network adapters (CNAs) in the fabric to determine the best switch to connect to.
 
    
 
     
      [bookmark: pgfId-2279798]
       
      
 Examples
 
      [bookmark: pgfId-2279799]This example shows how to configure the FCF priority on the switch:
 
     
      [bookmark: pgfId-2279800]switch(config)# fcoe fcf-priority 50 
     

     
      [bookmark: pgfId-2279801]switch(config)# 
     

     
      [bookmark: pgfId-2279802]
     

    
 
     
      [bookmark: pgfId-2279824]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2279805]Command
          
  
         	 
           
           [bookmark: pgfId-2279807]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2279811]Configures the FCoE MAC address prefix (FC-Map) value.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2279815]Configures the time interval at which FIP keepalive (FKA) messages are transmitted to the MAC address of the ENode.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2279819]Enables FCoE on the switch. 
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2279823]Displays the FCoE parameters, such as an FC-Map, default FCF priority value, and FKA advertisement period.
  
        
 
         
         	 [bookmark: pgfId-2326495]feature-set fcoe
  
         	 [bookmark: pgfId-2326497]Enables all the features necessary for FCoE on the switch.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2367811][bookmark: marker-2367809]fcoe fka-adv-period[bookmark: marker-2367810]
 
     form of this command. 
 
     
 
     
 
     
      [bookmark: pgfId-2281904]
      
         
      
 Syntax Description
 
      
       
       
         
         	 
  
         	 [bookmark: pgfId-2281903]FKA advertisement period (in seconds). The range is from 4 to 60 seconds.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2281905]
      
         
      
 Command Default
 
      [bookmark: pgfId-2281906]8 seconds.
 
    
 
   
 
    
     [bookmark: pgfId-2281907]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2281908]Global configuration mode.
 
     
     [bookmark: pgfId-2435678]
     
        
     
 Supported User Roles
    
 
     [bookmark: pgfId-2435679]network-admin
 
     [bookmark: pgfId-2443961]vdc-admin
 
     
      [bookmark: pgfId-2281918]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2281911]Release
          
  
         	 
           
           [bookmark: pgfId-2281913]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2281915]5.2(1)
  
         	 [bookmark: pgfId-2281917]This command was introduced on the Cisco Nexus 7000 MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2281919]
      
         
      
 Usage Guidelines
 
      command.
 
    
 
     
      [bookmark: pgfId-2281921]
       
      
 Examples
 
      [bookmark: pgfId-2281922]This example shows how to configure the FKA advertisement period for the switch to 5 seconds:
 
     
      [bookmark: pgfId-2281923]switch(config)# fcoe fka-adv-period 5 
     

     
      [bookmark: pgfId-2281924]switch(config)# 
     

     
      [bookmark: pgfId-2281925]
     

    
 
     
      [bookmark: pgfId-2281951]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2281928]Command
          
  
         	 
           
           [bookmark: pgfId-2281930]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2281934]Configures the FCoE Initialization Protocol (FIP) priority value.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2281938]Configures the FCoE MAC address prefix (FC-Map) used to associate the FCoE node (ENode).
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2281942]Enables FCoE on the switch.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2281946]Displays the FCoE parameters, such as an FC-Map, default FCF priority value, and FKA advertisement period.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2281950]Displays the FCoE database information.
  
        
 
         
         	 [bookmark: pgfId-2326510]feature-set fcoe
  
         	 [bookmark: pgfId-2326512]Enable all the features necessary for FCoE on the switch.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2281954]fcoe vsan[bookmark: marker-2281953]
 
     form of this command.
 
     
 
     
 
     
      [bookmark: pgfId-2281963]
      
         
      
 Syntax Description
 
      
       
       
         
         	 
  
         	 [bookmark: pgfId-2281962](Optional) VSAN ID. The range is from 1 to 4094.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2281964]
      
         
      
 Command Default
 
      [bookmark: pgfId-2281965]VLANID=VSANID.
 
    
 
   
 
    
     [bookmark: pgfId-2281966]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2281967]VLAN configuration mode.
 
     
     [bookmark: pgfId-2435965]
     
        
     
 Supported User Roles
    
 
     [bookmark: pgfId-2435966]network-admin
 
     [bookmark: pgfId-2443966]vdc-admin
 
     
      [bookmark: pgfId-2281977]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2281970]Release
          
  
         	 
           
           [bookmark: pgfId-2281972]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2281974]5.2(1)
  
         	 [bookmark: pgfId-2281976]This command was introduced on the Cisco Nexus 7000 MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2281978]
      
         
      
 Usage Guidelines
 
      command in the VLAN database configuration mode. 
 
      [bookmark: pgfId-2281980]You should use an FCoE VLAN only for FCoE. Do not use the default VLAN, VLAN1, as an FCoE VLAN. FCoE is not supported on private VLANs.
 
      [bookmark: pgfId-2281981]When you map an FCoE VLAN to a VSAN, ensure that the VSAN is not mapped to any other FCoE VLAN. If you map a FCoE VLAN to a VSAN that is already mapped to another FCoE VLAN, the following error appears: 
 
     
      [bookmark: pgfId-2398563]vlan 30:another FCOE VLAN mapping exists using the requested VSAN
     

     
      [bookmark: pgfId-2398572]
     

      [bookmark: pgfId-2281984]If you do not specify a VSAN number, a mapping is created from the FCoE VLAN in use to the VSAN with the same number.
 
    
 
     
      [bookmark: pgfId-2281985]
       
      
 Examples
 
      [bookmark: pgfId-2281986]This example shows how to map an FCoE VLAN to a VSAN:
 
     
      [bookmark: pgfId-2281987]switch(config)# vlan 30 
     

     
      [bookmark: pgfId-2281988]switch(config-vlan)# fcoe vsan 2 
     

     
      [bookmark: pgfId-2281989]switch(config-vlan)# 
     

     
      [bookmark: pgfId-2281990]
     

    
 
     
      [bookmark: pgfId-2284089]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2284066]Command
          
  
         	 
           
           [bookmark: pgfId-2284068]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2284072]Displays the configuration information of VSANs.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2284076]Displays the FCoE VLAN-to-VSAN mappings.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2284080]Displays the VSAN membership information. 
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2284084]Configures the VSAN information or membership.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2284088]Enters the VSAN database mode.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2423473][bookmark: marker-2332774]fcoe veloopback[bookmark: marker-2423472]
 
     form of this command.
 
     [bookmark: pgfId-2423475]fcoe vellopback 
 
     [bookmark: pgfId-2423476]no fcoe veloopback 
 
     
      [bookmark: pgfId-2423482]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2424082]This command has no keywords or arguments.
 
    
 
     
      [bookmark: pgfId-2423483]
      
         
      
 Command Default
 
      [bookmark: pgfId-2423484]None.
 
    
 
   
 
    
     [bookmark: pgfId-2423485]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2423486]Configuration mode.
 
     
     [bookmark: pgfId-2435992]
     
        
     
 Supported User Roles
    
 
     [bookmark: pgfId-2435993]network-admin
 
     [bookmark: pgfId-2443971]vdc-admin
 
     
      [bookmark: pgfId-2423496]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2423489]Release
          
  
         	 
           
           [bookmark: pgfId-2423491]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2423493]5.2(1)
  
         	 [bookmark: pgfId-2423495]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2423497]
      
         
      
 Usage Guidelines
 
      command in the VLAN database configuration mode. 
 
      [bookmark: pgfId-2423499]You should use an FCoE VLAN only for FCoE. Do not use the default VLAN, VLAN1, as an FCoE VLAN. FCoE is not supported on private VLANs.
 
      [bookmark: pgfId-2423500]When you map an FCoE VLAN to a VSAN, ensure that the VSAN is not mapped to any other FCoE VLAN. If you map an FCoE VLAN to a VSAN that is already mapped to another FCoE VLAN, the following error appears: 
 
     
      [bookmark: pgfId-2423501]vlan 30:another FCOE VLAN mapping exists using the requested VSAN
     

     
      [bookmark: pgfId-2423502]
     

      [bookmark: pgfId-2423503]If you do not specify a VSAN number, a mapping is created from the FCoE VLAN in use to the VSAN with the same number.
 
    
 
     
      [bookmark: pgfId-2424194]
       
      
 Examples
 
      [bookmark: pgfId-2483514]This example shows how to enable VE loopback for a Cisco Nexus 7000 Series switch:
 
     
      [bookmark: pgfId-2483515]switch# switchto vdc fcoe type storage
     

     
      [bookmark: pgfId-2483516]fcoe# configure terminal
     

     
      [bookmark: pgfId-2483517]fcoe(config)# fcoe veloopback
     

     
      [bookmark: pgfId-2424199]
     

      [bookmark: pgfId-2472639]This example shows how to enable VE loopback for a Cisco MDS 9500 switch:
 
     
      [bookmark: pgfId-2472640]switch# configure terminal
     

     
      [bookmark: pgfId-2472641]switch(config)# fcoe veloopback
     

    
 
     
      [bookmark: pgfId-2423535]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2423512]Command
          
  
         	 
           
           [bookmark: pgfId-2423514]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2423518]Displays the configuration information of VSANs.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2423522]Displays the FCoE VLAN to VSAN mappings.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2423526]Displays VSAN membership information. 
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2423530]Configures the VSAN information or membership.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2423534]Enters the VSAN database mode.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2488567]install feature-set fcoe
 
     [bookmark: pgfId-2488568]To install the Fibre Channel over Ethernet (FCoE) feature set, use the install feature-set fcoe 
 
     [bookmark: pgfId-2488569]command. To disable this feature, use the no form of this command.
 
     [bookmark: pgfId-2488570]install feature-set fcoe
 
     [bookmark: pgfId-2488571]no install feature-set fcoe
 
     
      [bookmark: pgfId-2488572]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2488573]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-2488574]
      
         
      
 Defaults
 
      [bookmark: pgfId-2488575]None.
 
    
 
   
 
    
     [bookmark: pgfId-2488576]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2488577]EXEC mode.
 
     
     [bookmark: pgfId-2488578]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2488589]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2488582]Release
          
  
         	 
           
           [bookmark: pgfId-2488584]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2488586]5.2(1)
  
         	 [bookmark: pgfId-2488588]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2488590]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2488591]None.
 
      
       
     
 
     
 
     [bookmark: pgfId-2488592]Note The feature-set fcoe command is automatically installed and enabled when a FCoE line card is inserted. 

      
     

     
 
    
 
     
      [bookmark: pgfId-2488593]
       
      
 Examples
 
      [bookmark: pgfId-2488594]This example shows how to set the install FCoE feature set to its default value:
 
     
      [bookmark: pgfId-2488595]switch# config t
     

     
      [bookmark: pgfId-2488596]Enter configuration commands, one per line. End with CNTL/Z.
     

     
      [bookmark: pgfId-2488597]switch(config)# no install feature-set fcoe
     

     
      [bookmark: pgfId-2488598]feature set is enabled(0x40aa0012)
     

     
      [bookmark: pgfId-2488599]switch(config)#
     

    
 
     
      [bookmark: pgfId-2488609]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2488602]Command
          
  
         	 
           
           [bookmark: pgfId-2488604]Description
          
  
        
 
         
         	 [bookmark: pgfId-2488606]feature-set fcoe 
  
         	 [bookmark: pgfId-2488608]Enables the FCoE feature and all related features.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2332775]interface vfc
 
     [bookmark: pgfId-2332776]To configure a virtual Fibre Channel (VFC) interface, use the interface vfc command. To return to the default settings, use the no form of this command. 
 
     [bookmark: pgfId-2332368]interface vfc vfc-id {bind interface ethernet slot/port | shutdown | switchport mode E/F} 
 
     [bookmark: pgfId-2332380]no interface vfc vfc-id {bind interface ethernet slot/port | shutdown | switchport mode E/F}
 
     [bookmark: pgfId-2377636]interface vfc slot/port {shutdown | switchport mode E/F}
 
     [bookmark: pgfId-2377712]no interface vfc slot/port {shutdown | switchport mode E/F}
 
     
      [bookmark: pgfId-2332375]
      
         
      
 Syntax Description
 
      
       
       
         
         	 [bookmark: pgfId-2332372]vfc-id
  
         	 [bookmark: pgfId-2332374]Virtual interface ID. The range is from 1 to 8192.
  
        
 
         
         	 [bookmark: pgfId-2332649]bind interface ethernet
  
         	 [bookmark: pgfId-2332651]Specifies that the VFC interface be bound to a specified Ethernet interface. 
  
        
 
         
         	 [bookmark: pgfId-2332645]slot/port
  
         	 [bookmark: pgfId-2332647]Ethernet interface slot number and port number. The slot number is from 1 to 255, and the port number is from 1 to 128. 
  
        
 
         
         	 [bookmark: pgfId-2332637]shutdown
  
         	 [bookmark: pgfId-2332639]Specifies that the interface state be changed to administrative down. 
  
        
 
         
         	 [bookmark: pgfId-2332633]force
  
         	 [bookmark: pgfId-2332705](Optional) Specifies that the interface state be forcefully changed to administrative down. 
  
        
 
         
         	 [bookmark: pgfId-2392837]switchport
  
         	 [bookmark: pgfId-2392839]Specifies the switch port parameters.
  
        
 
         
         	 [bookmark: pgfId-2332629]mode 
  
         	 [bookmark: pgfId-2332725]Specifies the port mode of the VFC interface. 
  
        
 
         
         	 [bookmark: pgfId-2392815]E
  
         	 [bookmark: pgfId-2392817]Specifies the E mode.
  
        
 
         
         	 [bookmark: pgfId-2392825]F
  
         	 [bookmark: pgfId-2392827]Specifies the F mode.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2097218]
      
         
      
 Defaults
 
      [bookmark: pgfId-2097219]Disabled.
 
    
 
   
 
    
     [bookmark: pgfId-2097220]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2097221]Configuration mode.
 
     
     [bookmark: pgfId-2097222]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2097233]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2097226]Release
          
  
         	 
           
           [bookmark: pgfId-2097228]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2331342]5.2(1)
  
         	 [bookmark: pgfId-2331344]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2097234]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2332451]You can specify a range of interfaces by entering a command with the following example format: 
 
     
      [bookmark: pgfId-2332453]interface vfc 1 - 3 , vfc 5 - 7 
     

     
      [bookmark: pgfId-2336596]
     

      [bookmark: pgfId-2380450]Use the no shutdown command to enable the interface. 
 
      [bookmark: pgfId-2380451]The interface vfc slot/port command is used to create a VFC implicitly bound for a particular Ethernet interface x/y. 
 
    
 
     
      [bookmark: pgfId-2380452]
       
      
 Examples
 
      [bookmark: pgfId-2332522]This example shows how to enter interface configuration mode for VFC interface 3: 
 
     
      [bookmark: pgfId-2332552]switch# config t
     

     
      [bookmark: pgfId-2332553]Enter configuration commands, one per line. End with CNTL/Z.
     

     
      [bookmark: pgfId-2377675]switch(config)# interface vfc 3 
     

     
      [bookmark: pgfId-2377676]switch(config-if)#
     

     
      [bookmark: pgfId-2377677]
     

      [bookmark: pgfId-2377686]This example shows how to create a VFC (VFC 1/3) which will be implicitly bound to the Ethernet interface 1/3:
 
     
      [bookmark: pgfId-2392704]switch(config)# interface vfc 1/3 
     

     
      [bookmark: pgfId-2377687]switch(config-if)# 
     

     
      [bookmark: pgfId-2377690]
     

      [bookmark: pgfId-2392745]This example shows how to create a VFC (vfc-po 3) bound to the Ethernet port channel 3:
 
     
      [bookmark: pgfId-2377705]switch(config)# interface vfc-port-channel 3
     

    
 
     
      [bookmark: pgfId-2317650]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2317643]Command
          
  
         	 
           
           [bookmark: pgfId-2317645]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2317649]Displays an interface configuration for a specified interface.
  
        
 
         
         	 [bookmark: pgfId-2332332]shutdown
  
         	 [bookmark: pgfId-2332334]Disables and enables an interface.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2398595]interface vfc-port-channel
 
     [bookmark: pgfId-2398596]To create a virtual Fibre Channel (VFC) implicity bound to a port channel interface, use the interface vfc-port-channel command. To return to the default settings, use the no form of this command.
 
     [bookmark: pgfId-2392339]interface vfc-port-channel interface-id 
 
     [bookmark: pgfId-2392340]no interface vfc-port-channel interface-id
 
     
      [bookmark: pgfId-2392346]
      
         
      
 Syntax Description
 
      
       
       
         
         	 [bookmark: pgfId-2392343]interface-id
  
         	 [bookmark: pgfId-2392345]Virtual interface ID. The range is from 257 to 4096.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2392347]
      
         
      
 Defaults
 
      [bookmark: pgfId-2392348]None.
 
    
 
   
 
    
     [bookmark: pgfId-2392349]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2392350]Configuration mode.
 
     
     [bookmark: pgfId-2392351]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2434136]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2434128]Release
          
  
         	 
           
           [bookmark: pgfId-2434130]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2434132]5.2(1)
  
         	 [bookmark: pgfId-2434135]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2392363]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2392364]None.
 
    
 
     
      [bookmark: pgfId-2392365]
       
      
 Examples
 
      [bookmark: pgfId-2392366]This example shows how to create a virtual FC interface:
 
     
      [bookmark: pgfId-2392367]switch(config)# interface vfc-port-channel 300
     

     
      [bookmark: pgfId-2392369]switch(config)#
     

    
 
     
      [bookmark: pgfId-2392383]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2392376]Command
          
  
         	 
           
           [bookmark: pgfId-2392378]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2392382]Configures the switch port parameters.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2486992]license fcoe module
 
     [bookmark: pgfId-2486993]To modify the license feature for the Fibre Channel over Ethernet (FCoE) module, use the license fcoe module command. To return to the default setting, use the no form of this command.
 
     [bookmark: pgfId-2483524]license fcoe module module-number
 
     [bookmark: pgfId-2483525]no license fcoe module module-number
 
     
      [bookmark: pgfId-2483531]
      
         
      
 Syntax Description
 
      
       
       
         
         	 [bookmark: pgfId-2483528]module-number
  
         	 [bookmark: pgfId-2483530]Module number. The range is from 0 to 21474836471.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2483532]
      
         
      
 Defaults
 
      [bookmark: pgfId-2483533]None
 
    
 
   
 
    
     [bookmark: pgfId-2483534]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2483535]Configuration mode
 
     
     [bookmark: pgfId-2483536]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2483547]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2483540]Release
          
  
         	 
           
           [bookmark: pgfId-2483542]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2483544]5.2(1)
  
         	 [bookmark: pgfId-2483546]This command was introduced on the Cisco Nexus 7000 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2483548]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2483549]None.
 
    
 
     
      [bookmark: pgfId-2483550]
       
      
 Examples
 
      [bookmark: pgfId-2483551]This example shows how to modify the license for the FCoE module:
 
     
      [bookmark: pgfId-2483552]switch(config)# license fcoe module 1
     

     
      [bookmark: pgfId-2483553]ERROR: fcoe_mgr: LC not present (err_id 0x42070032)
     

     
      [bookmark: pgfId-2483554]switch(config)#
     

     
      [bookmark: pgfId-2483555]#
     

    
 
     
      [bookmark: pgfId-2483565]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2483558]Command
          
  
         	 
           
           [bookmark: pgfId-2483560]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2483564]Configures the switch-port parameters.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2320102]switchport trunk allowed vsan
 
     [bookmark: pgfId-2320103]To allow a virtual SAN list for a virtual Fibre Channel (VFC) interface, use the switchport trunk allowed vsan command. To return to the default setting, use the no form of this command.
 
     [bookmark: pgfId-2321046]switchport trunk allowed vsan vsan-id
 
     [bookmark: pgfId-2321047]no switchport trunk allowed vsan vsan-id
 
     
      [bookmark: pgfId-2321053]
      
         
      
 Syntax Description
 
      
       
       
         
         	 [bookmark: pgfId-2321050]vsan-id
  
         	 [bookmark: pgfId-2321052]VSAN ID. The range is from 1 to 4093.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2320112]
      
         
      
 Defaults
 
      [bookmark: pgfId-2320113]None.
 
    
 
   
 
    
     [bookmark: pgfId-2320114]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2320115]Interface configuration mode.
 
     
     [bookmark: pgfId-2320116]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2320127]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2320120]Release
          
  
         	 
           
           [bookmark: pgfId-2320122]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2320124]5.2(1)
  
         	 [bookmark: pgfId-2320126]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2320128]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2371180]None.
 
    
 
     
      [bookmark: pgfId-2371042]
       
      
 Examples
 
      [bookmark: pgfId-2371064]This example shows how to allow a VSAN list for a VFC interface:
 
     
      [bookmark: pgfId-2331944]switch(config)# interface vfc 1
     

     
      [bookmark: pgfId-2334253]switch(config-if)# switchport trunk allowed vsan 1
     

     
      [bookmark: pgfId-2334254]switch(config-if)#
     

     
      [bookmark: pgfId-2338031]
     

     
      [bookmark: pgfId-2338032]This example shows how to add VSAN 100 to the allowed list:
     

     
      [bookmark: pgfId-2338166]switch(config-if)# switchport trunk allowed vsan add 100
     

     
      [bookmark: pgfId-2338171]switch(config-if)#
     

    
 
     
      [bookmark: pgfId-2320145]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2320138]Command
          
  
         	 
           
           [bookmark: pgfId-2320140]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2320144]Configures the switch port parameters.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2411268][bookmark: marker-2386277]show fcoe[bookmark: marker-2411267]
 
     command.
 
     [bookmark: pgfId-2308413]show fcoe 
 
     
      [bookmark: pgfId-2308414]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2308415]This command has no keywords or arguments. 
 
    
 
     
      [bookmark: pgfId-2308416]
      
         
      
 Command Default
 
      [bookmark: pgfId-2308417]None.
 
    
 
   
 
    
     [bookmark: pgfId-2308418]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2308419]EXEC mode.
 
     
     [bookmark: pgfId-2436010]
     
        
     
 Supported User Roles
    
 
     [bookmark: pgfId-2436011]network-admin
 
     [bookmark: pgfId-2444047]vdc-admin
 
     
      [bookmark: pgfId-2308429]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2308422]Release
          
  
         	 
           
           [bookmark: pgfId-2308424]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2327102]5.2(1)
  
         	 [bookmark: pgfId-2327104]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2371076]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2371078]None
 
    
 
     
      [bookmark: pgfId-2371082]
       
      
 Examples
 
      [bookmark: pgfId-2371079]This example shows how to display the FCoE status:
 
     
      [bookmark: pgfId-2308432]switch# show fcoe 
     

     
      [bookmark: pgfId-2308433]Global FCF details
     

     
      [bookmark: pgfId-2308434] FCF-MAC is 00:0d:ec:a3:9d:80
     

     
      [bookmark: pgfId-2308435] FC-MAP is 0e:fc:00
     

     
      [bookmark: pgfId-2308436] FCF Priority is 128
     

     
      [bookmark: pgfId-2308437] FKA Advertisement period for FCF is 8 seconds
     

     
      [bookmark: pgfId-2308438]switch#
     

     
      [bookmark: pgfId-2308439]
     

    
 
     
      [bookmark: pgfId-2308461]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2308442]Command
          
  
         	 
           
           [bookmark: pgfId-2308444]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2308448]Configures the FCoE Initialization Protocol (FIP) priority value.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2308452]Configures the FCoE MAC Address Prefix (FC MAP) used to associate the FCoE node (ENode).
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2308456]Configures the time interval at which FIP keepalive (FKA) messages are transmitted to the MAC address of the ENode.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2308460]Displays the FCoE database information.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2097259]show fcoe database
 
     [bookmark: pgfId-2408251]To display the content of the Fibre Channel over Ethernet (FCoE) database, use the show fcoe database command. 
 
     [bookmark: pgfId-2408252]show fcoe database
 
     
      [bookmark: pgfId-2097268]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2303092]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-2097269]
      
         
      
 Defaults
 
      [bookmark: pgfId-2097270]None.
 
    
 
   
 
    
     [bookmark: pgfId-2097271]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2097272]Interface configuration mode.
 
     
     [bookmark: pgfId-2097273]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2097284]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2097277]Release
          
  
         	 
           
           [bookmark: pgfId-2097279]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2327114]5.2(1)
  
         	 [bookmark: pgfId-2327116]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2097285]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2371094]None
 
    
 
     
      [bookmark: pgfId-2097287]
       
      
 Examples
 
      [bookmark: pgfId-2097288]This example shows how to display the FCoE database:
 
     
      [bookmark: pgfId-2303096]switch# show fcoe database
     

     
      [bookmark: pgfId-2303097]-------------------------------------------------------------------------------
     

     
      [bookmark: pgfId-2303098]INTERFACE FCID PORT NAME MAC ADDRESS
     

     
      [bookmark: pgfId-2303099]-------------------------------------------------------------------------------
     

     
      [bookmark: pgfId-2307145]vfc3 0x490100 21:00:00:1b:32:0a:e7:b8 00:c0:dd:0e:5f:76Enter configuration commands, one 
     

    
 
     
      [bookmark: pgfId-2307155]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2307148]Command
          
  
         	 
           
           [bookmark: pgfId-2307150]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2334906]Maps a FCoE VLAN to a VSAN.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2489383][bookmark: marker-2483570]show feature-set fcoe
 
     [bookmark: pgfId-2489384]To display information about the Fibre Channel over Ethernet (FCoE) feature set, use the show 
 
     [bookmark: pgfId-2489385]feature-set fcoe command. 
 
     [bookmark: pgfId-2489386]show feature-set fcoe 
 
     
      [bookmark: pgfId-2489387]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2489388]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-2489389]
      
         
      
 Defaults
 
      [bookmark: pgfId-2489390]None.
 
    
 
   
 
    
     [bookmark: pgfId-2489391]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2489392]EXEC mode.
 
     
     [bookmark: pgfId-2489393]
     
        
     
 Supported User Roles
    
 
     [bookmark: pgfId-2489394]network-admin
 
     [bookmark: pgfId-2489395]vdc-admin
 
     
      [bookmark: pgfId-2489405]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2489398]Release
          
  
         	 
           
           [bookmark: pgfId-2489400]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2489402]5.2(1)
  
         	 [bookmark: pgfId-2489404]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2489406]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2489407]None.
 
    
 
     
      [bookmark: pgfId-2489408]
       
      
 Examples
 
      [bookmark: pgfId-2489409]This example shows how to display information about the FCoE feature set:
 
     
      [bookmark: pgfId-2489410]switch# config t
     

     
      [bookmark: pgfId-2489411]Enter configuration commands, one per line. End with CNTL/Z.
     

     
      [bookmark: pgfId-2489412]switch(config)# show feature-set fcoe
     

     
      [bookmark: pgfId-2489413]Feature Set Name ID State
     

     
      [bookmark: pgfId-2489414]-------------------- -------- --------
     

     
      [bookmark: pgfId-2489415]fcoe 1 enabled
     

     
      [bookmark: pgfId-2489416]switch#
     

    
 
     
      [bookmark: pgfId-2489430]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2489419]Command
          
  
         	 
           
           [bookmark: pgfId-2489421]Description
          
  
        
 
         
         	 [bookmark: pgfId-2489423]install feature-set fcoe 
  
         	 [bookmark: pgfId-2489425]Installs FCoE support.
  
        
 
         
         	 [bookmark: pgfId-2489427]feature-set fcoe 
  
         	 [bookmark: pgfId-2489429]Enables the FCoE feature and all related features.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2424213]show interface vfc-port-channel
 
     [bookmark: pgfId-2424393]To displays information about the virtual Fibre Channel (VFC) interfaces bound to port channel interfaces, use the show interface vfc-port-channel command. 
 
     [bookmark: pgfId-2424215]show interface vfc-port-channel int-number
 
     
      [bookmark: pgfId-2424407]
      
         
      
 Syntax Description
 
      
       
       
         
         	 [bookmark: pgfId-2424404]int-number
  
         	 [bookmark: pgfId-2424445]Interface number. The range is from 1 to 4096. The range is from 1 to 4095. 
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2424218]
      
         
      
 Defaults
 
      [bookmark: pgfId-2424219]Default switchport mode for this interface is E.
 
    
 
   
 
    
     [bookmark: pgfId-2424220]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2424221]Interface configuration mode.
 
     
     [bookmark: pgfId-2424222]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2424233]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2424226]Release
          
  
         	 
           
           [bookmark: pgfId-2424228]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2424230]5.2(1)
  
         	 [bookmark: pgfId-2424232]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2424234]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2424235]None
 
    
 
     
      [bookmark: pgfId-2424236]
       
      
 Examples
 
      [bookmark: pgfId-2424237]This example shows how to display information about the VFC interfaces bound to port channel interfaces:
 
     
      [bookmark: pgfId-2424496]switch(config-if)# show interface vfc-port-channel 2
     

     
      [bookmark: pgfId-2424511]switch(config-if)#
     

    
 
     
      [bookmark: pgfId-2424252]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2424245]Command
          
  
         	 
           
           [bookmark: pgfId-2424247]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2424251]Maps a FCoE VLAN to a VSAN.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2483576]show vdc fcoe-vlan-range
 
     
 
     
 
     
      [bookmark: pgfId-2483579]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2483580]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-2483581]
      
         
      
 Defaults
 
      [bookmark: pgfId-2483582]None
 
    
 
   
 
    
     [bookmark: pgfId-2483583]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2483584]Any command mode
 
     
     [bookmark: pgfId-2483585]
     
        
     
 Supported User Roles
    
 
     vdc-operator
 
     
      [bookmark: pgfId-2483596]
      
         
      
 Command History
 
      
       
       
         
         	
           
           [bookmark: pgfId-2483589]Release
          
  
         	
           
           [bookmark: pgfId-2483591]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2483593]5.2(1)
  
         	 [bookmark: pgfId-2483595]This command was introduced.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2483597]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2483598]This command does not require a license. 
 
    
 
     
      [bookmark: pgfId-2483599]
       
      
 Examples
 
      [bookmark: pgfId-2483600]This example shows how to display the FCoE VLAN range on the current VDC:
 
     
      [bookmark: pgfId-2483601]switch# show vdc fcoe-vlan-range
     

     
      [bookmark: pgfId-2483602]Storage VDC: 2
     

     
      [bookmark: pgfId-2483603]switch#
     

    
 
     
      [bookmark: pgfId-2483613]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2483606]Command
          
  
         	 
           
           [bookmark: pgfId-2483608]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2483612]Displays the shared interfaces on a VDC.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2483618]show vdc shared membership
 
     
 
     
 
     
      [bookmark: pgfId-2483621]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2483622]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-2483623]
      
         
      
 Defaults
 
      [bookmark: pgfId-2483624]None
 
    
 
   
 
    
     [bookmark: pgfId-2483625]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2483626]Any command mode
 
     
     [bookmark: pgfId-2483627]
     
        
     
 Supported User Roles
    
 
     vdc-operator
 
     
      [bookmark: pgfId-2483638]
      
         
      
 Command History
 
      
       
       
         
         	
           
           [bookmark: pgfId-2483631]Release
          
  
         	
           
           [bookmark: pgfId-2483633]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2483635]5.2(1)
  
         	 [bookmark: pgfId-2483637]This command was introduced on the Cisco Nexus 7000 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2483639]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2483640]This command does not require a license. 
 
      
       
     
 
     
 
     [bookmark: pgfId-2483641]Note FCoE operates ONLY on F Series cards, so allocate interfaces only on that card to shared (You can also reference the VDC Config Guide for them to see which ports have to go to a VDC together, so can allocated to FCoE VLAN and shared.

      
     

     
 
    
 
     
      [bookmark: pgfId-2483642]
       
      
 Examples
 
      [bookmark: pgfId-2483643]This example shows how to display the shared interfaces on the VDC:
 
     
      [bookmark: pgfId-2483644]switch(config)# show vdc shared membership
     

     
      [bookmark: pgfId-2483645]
     

     
      [bookmark: pgfId-2483646]vdc_id: 1 vdc_name: switch interfaces:
     

     
      [bookmark: pgfId-2483647]
     

     
      [bookmark: pgfId-2483648]vdc_id: 2 vdc_name: fcoe interfaces:
     

     
      [bookmark: pgfId-2483649]
     

     
      [bookmark: pgfId-2483650]vdc_id: 3 vdc_name: vdc1 interfaces:
     

     
      [bookmark: pgfId-2483651]switch#
     

    
 
     
      [bookmark: pgfId-2483661]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2483654]Command
          
  
         	 
           
           [bookmark: pgfId-2483656]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2483660]Displays the VDC interface membership information. 
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2421373]show vsan
 
     command.
 
     
 
     
      [bookmark: pgfId-2421385]
      
         
      
 Syntax Description
 
      
       
       
         
         	 
  
         	 [bookmark: pgfId-2421380](Optional) Information for the specified VSAN ID. The range is from 1 to 4094.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2421384](Optional) Displays the membership information.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2421386]
      
         
      
 Command Default
 
      [bookmark: pgfId-2421387]None.
 
    
 
   
 
    
     [bookmark: pgfId-2421388]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2421389]EXEC mode.
 
     
     [bookmark: pgfId-2436402]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2421399]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2421392]Release
          
  
         	 
           
           [bookmark: pgfId-2421394]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2452876]5.2(1)
  
         	 [bookmark: pgfId-2452878]This command was introduced on the Cisco Nexus 7000 Series Switches.
  
        
 
         
         	 [bookmark: pgfId-2421396]4.0(1)
  
         	 [bookmark: pgfId-2421398]This command was introduced on the Cisco MDS 9000 MDS 9000 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2421400]
      
         
      
 Usage Guidelines
 
      command, interface information appears for interfaces that are configured in this VSAN.
 
      [bookmark: pgfId-2421402]The interface range must be in ascending order and nonoverlapping. You can specify a range using a hyphen and several interfaces using commas.
 
      [bookmark: pgfId-2450474]The interface range format for a Fibre Channel interface range is:
 
      [bookmark: pgfId-2450475]fcslot/port - port, fcslot/port, fcslot/port:
 
      
 
     
      [bookmark: pgfId-2450877]show int vfc2/1 - 3 , vfc2/4 , vfc3/2
     

    
 
     
      [bookmark: pgfId-2421405]
       
      
 Examples
 
      [bookmark: pgfId-2421406]This example shows how to display the configured VSAN information:
 
     
      [bookmark: pgfId-2421407]switch# show vsan 1 
     

     
      [bookmark: pgfId-2421408]vsan 1 information
     

     
      [bookmark: pgfId-2421409] name:VSAN0001 state:active
     

     
      [bookmark: pgfId-2421410] interoperability mode:default
     

     
      [bookmark: pgfId-2421411] loadbalancing:src-id/dst-id/oxid
     

     
      [bookmark: pgfId-2421412] operational state:up
     

     
      [bookmark: pgfId-2421413]switch#
     

     
      [bookmark: pgfId-2421414]
     

      [bookmark: pgfId-2421415]This example shows how to display the membership information for the VSAN:
 
     
      [bookmark: pgfId-2421416]switch# show vsan 2 membership
     

     
      [bookmark: pgfId-2421417]vsan 2 interfaces
     

     
      [bookmark: pgfId-2421418]vfc 4
     

     
      [bookmark: pgfId-2436416]switch#
     

    
 
     
      [bookmark: pgfId-2421429]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2421422]Command
          
  
         	 
           
           [bookmark: pgfId-2421424]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2421428]Configures a VSAN.
  
        
 
       
      
 
     
 
     
      [bookmark: pgfId-2421430]
     

    
 
   
 
    
     [bookmark: pgfId-2309258]show vlan fcoe[bookmark: marker-2309257]
 
     command.
 
     [bookmark: pgfId-2309260]show vlan fcoe 
 
     
      [bookmark: pgfId-2309261]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2309262]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-2309263]
      
         
      
 Command Default
 
      [bookmark: pgfId-2309264]None.
 
    
 
   
 
    
     [bookmark: pgfId-2309265]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2436426]EXEC mode.
 
     
     [bookmark: pgfId-2436441]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2436437]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2436430]Release
          
  
         	 
           
           [bookmark: pgfId-2436432]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2436434]5.2(1)
  
         	 [bookmark: pgfId-2436436]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2329415]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2366966]None. FCoE only works on F Series modules in the N7K.
 
    
 
     
      [bookmark: pgfId-2371103]
       
      
 Examples
 
      [bookmark: pgfId-2309278]This example shows how to display the FCoE VLAN-to-VSAN mappings on the switch:
 
     
      [bookmark: pgfId-2309279]switch# show vlan fcoe 
     

     
      [bookmark: pgfId-2309280]VLAN VSAN Status
     

     
      [bookmark: pgfId-2309281]-------- -------- --------
     

     
      [bookmark: pgfId-2309282]331 331 Operational
     

     
      [bookmark: pgfId-2309283]332 332 Operational
     

     
      [bookmark: pgfId-2309284]333 333 Operational
     

     
      [bookmark: pgfId-2309285]334 334 Operational
     

     
      [bookmark: pgfId-2309286]335 335 Non-operational
     

     
      [bookmark: pgfId-2309287]336 336 Operational
     

     
      [bookmark: pgfId-2309288]337 337 Operational
     

     
      [bookmark: pgfId-2309289]switch# 
     

     
      [bookmark: pgfId-2309290]
     

    
 
     
      [bookmark: pgfId-2309300]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2309293]Command
          
  
         	 
           
           [bookmark: pgfId-2309295]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2309299]Maps a FCoE VLAN to a VSAN.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2311257][bookmark: marker-2173383][bookmark: marker-2175220][bookmark: marker-2177043]show interface vfc[bookmark: marker-2311256]
 
     command.
 
     
 
     
      [bookmark: pgfId-2311273]
      
         
      
 Syntax Description
 
      
       
       
         
         	 
  
         	 [bookmark: pgfId-2311264]Virtual Fibre Channel interface ID. The range is from 1 to 8192.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2311274]
      
         
      
 Command Default
 
      [bookmark: pgfId-2311275]None.
 
    
 
   
 
    
     [bookmark: pgfId-2311276]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2311277]EXEC mode.
 
     
     [bookmark: pgfId-2436451]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2311287]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2311280]Release
          
  
         	 
           
           [bookmark: pgfId-2311282]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2327312]5.2(1)
  
         	 [bookmark: pgfId-2327314]This command was introduced on the Cisco Nexus 7000 and MDS 9500 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2329471]
      
         
      
 Usage Guidelines
 
      [bookmark: pgfId-2371115]None
 
    
 
     
      [bookmark: pgfId-2345180]
       
      
 Examples
 
      [bookmark: pgfId-2345181]This example shows how to display the configuration information for a specified VFC interface:
 
     
      [bookmark: pgfId-2311292]switch# show interface vfc 3
     

     
      [bookmark: pgfId-2318020]vfc3 is up
     

     
      [bookmark: pgfId-2318021]Bound interface is Ethernet1/37
     

     
      [bookmark: pgfId-2318022]Hardware is Virtual Fibre Channel
     

     
      [bookmark: pgfId-2318023]Port WWN is 20:02:00:0d:ec:6d:95:3f
     

     
      [bookmark: pgfId-2318024]Admin port mode is F, trunk mode is on
     

     
      [bookmark: pgfId-2318025]snmp link state traps are enabled
     

     
      [bookmark: pgfId-2318026]Port mode is F, FCID is 0x490100
     

     
      [bookmark: pgfId-2318027]Port vsan is 931
     

     
      [bookmark: pgfId-2318028]1 minute input rate 0 bits/sec, 0 bytes/sec, 0 frames/sec
     

     
      [bookmark: pgfId-2318029]1 minute output rate 0 bits/sec, 0 bytes/sec, 0 frames/sec
     

     
      [bookmark: pgfId-2318030]0 frames input, 0 bytes
     

     
      [bookmark: pgfId-2318031]0 discards, 0 errors
     

     
      [bookmark: pgfId-2318032]0 frames output, 0 bytes
     

     
      [bookmark: pgfId-2318033]0 discards, 0 errors
     

     
      [bookmark: pgfId-2318017]Interface last changed at Thu May 21 04:44:42 2009
     

    
 
     
      [bookmark: pgfId-2311331]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2311324]Command
          
  
         	 
           
           [bookmark: pgfId-2311326]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2311330]Configures a virtual Fibre Channel interface.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2489614]spanning-tree fcoe
 
     
 
     
 
     [bookmark: pgfId-2489617]no spanning-tree fcoe
 
     
      [bookmark: pgfId-2489618]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2489619]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-2489620]
      
         
      
 Defaults
 
      [bookmark: pgfId-2489621]Enabled
 
    
 
   
 
    
     [bookmark: pgfId-2489622]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2489623]Global configuration mode
 
     
     [bookmark: pgfId-2489624]
     
        
     
 Supported User Roles
    
 
     vdc-operator
 
     
      [bookmark: pgfId-2489635]
      
         
      
 Command History
 
      
       
       
         
         	
           
           [bookmark: pgfId-2489628]Release
          
  
         	
           
           [bookmark: pgfId-2489630]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2489632]5.2(1)
  
         	 [bookmark: pgfId-2489634]This command was introduced on the Cisco Nexus 7000 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2489636]
      
         
      
 Usage Guidelines
 
      
 
      
 
      [bookmark: pgfId-2489639]We recommend that you configure the interface on the peer side of the FCoE link as an STP-type edge port. Ensure that the peer interface is not configured as an STP-type network port.
 
      
       
     
 
     
 
     [bookmark: pgfId-2489640]Note This feature runs only in FCoE VLANs.

      
     

     
 
    
 
     
      [bookmark: pgfId-2489641]
       
      
 Examples
 
      [bookmark: pgfId-2489642]This example shows how to enable the STP for FCoE VLANs:
 
     
      [bookmark: pgfId-2489643]switch(config)# spanning-tree fcoe
     

     
      [bookmark: pgfId-2489644]switch(config)# 
     

     
      [bookmark: pgfId-2489645]
     

      [bookmark: pgfId-2489646]This example shows how to disable the STP lite in the FCoE VLANs if you need to do troubleshooting: 
 
     
      [bookmark: pgfId-2489647]switch(config)# no spanning-tree fcoe
     

     
      [bookmark: pgfId-2489648]switch(config)# 
     

    
 
     
      [bookmark: pgfId-2489658]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2489651]Command
          
  
         	 
           
           [bookmark: pgfId-2489653]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2489657]Displays the summary of port states information.
  
        
 
       
      
 
     
 
     
      [bookmark: pgfId-2489659]
     

    
 
   
 
    
     [bookmark: pgfId-2288178][bookmark: marker-2287011]vsan database[bookmark: marker-2288177]
 
     command. 
 
     [bookmark: pgfId-2450304]vsan database 
 
     
      [bookmark: pgfId-2450305]
      
         
      
 Syntax Description
 
      [bookmark: pgfId-2288182]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-2288183]
      
         
      
 Command Default
 
      [bookmark: pgfId-2288184]None.
 
    
 
   
 
    
     [bookmark: pgfId-2288185]
     
        
     
 Command Modes
 
     [bookmark: pgfId-2288186]Global configuration mode.
 
     
     [bookmark: pgfId-2436617]
     
        
     
 Supported User Roles
    
 
     vdc-admin
 
     
      [bookmark: pgfId-2288196]
      
         
      
 Command History
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2288189]Release
          
  
         	 
           
           [bookmark: pgfId-2288191]Modification
          
  
        
 
         
         	 [bookmark: pgfId-2456475]5.2(1)
  
         	 [bookmark: pgfId-2456477]This command was introduced on the Cisco Nexus 7000 Series Switches.
  
        
 
         
         	 [bookmark: pgfId-2327542]4.0(1)
  
         	 [bookmark: pgfId-2371119]This command was introduced on the Cisco MDS 9000 Series Switches.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-2288197]
      
         
      
 Usage Guidelines
 
      command.
 
    
 
     
      [bookmark: pgfId-2288199]
       
      
 Examples
 
      [bookmark: pgfId-2288200]This example shows how to enter the VSAN database configuration mode:
 
     
      [bookmark: pgfId-2288201]switch(config)# vsan database 
     

     
      [bookmark: pgfId-2288202]switch(config-vsan-db)# exit 
     

     
      [bookmark: pgfId-2288203]switch(config)# 
     

    
 
     
      [bookmark: pgfId-2288226]
      
         
      
 Related Commands
 
      
       
       
         
         	 
           
           [bookmark: pgfId-2288207]Command
          
  
         	 
           
           [bookmark: pgfId-2288209]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2288213]Displays the configuration information of VSANs.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2288217]Displays the FCoE VLAN-to-VSAN mappings.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2288221]Displays VSAN membership information. 
  
        
 
         
         	 
  
         	 [bookmark: pgfId-2288225]Configures the VSAN information or membership.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-2483671][bookmark: marker-2313291][bookmark: marker-2108914]
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1020755]Preface
      
      
 
     
 
 
     [bookmark: pgfId-1022231]This preface describes the audience, organization, and conventions of the Cisco NX-OS FCoE Command Reference Guide, Nexus 7000 and MDS 9500. It also provides information on how to obtain related documentation.
 
     [bookmark: pgfId-1021706]This chapter includes the following sections:
 
     
     	 [bookmark: pgfId-1021710]Audience
 
     	 [bookmark: pgfId-1010736]Organization
 
     	 [bookmark: pgfId-1010716]Document Conventions
 
     	 [bookmark: pgfId-1010721]Related Documentation
 
     	 [bookmark: pgfId-1010726]Obtaining Documentation and Submitting a Service Request
 
    
 
     
      [bookmark: pgfId-1010304][bookmark: 70085]Audience
 
      [bookmark: pgfId-1017110]This publication is for experienced users who configure and maintain NX-OS devices.
 
    
 
     
      [bookmark: pgfId-1010306][bookmark: 73682]Organization
 
      [bookmark: pgfId-1010307]This reference is organized as follows:
 
      [bookmark: pgfId-1024584]
 
      
       
       
         
         	
           
           [bookmark: pgfId-1011744]Chapter and Title
          
  
         	
           
           [bookmark: pgfId-1011746]Description
          
  
        
 
         
         	 [bookmark: pgfId-1012239]FCoE Commands
  
         	 [bookmark: pgfId-1012241]Describes the Cisco NX-OS FCoE commands for Nexus 7000 and MDS 9500 Series Switches. 
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-1010352][bookmark: 51512]Document Conventions
 
      [bookmark: pgfId-1010522]Command descriptions use these conventions: 
 
      
       
       
         
         	
           
           [bookmark: pgfId-1010499]Convention
          
  
         	
           
           [bookmark: pgfId-1010501]Description
          
  
        
 
         
         	 [bookmark: pgfId-1010503]boldface font
  
         	 [bookmark: pgfId-1010505]Commands and keywords are in boldface.
  
        
 
         
         	 [bookmark: pgfId-1010507]italic font
  
         	 [bookmark: pgfId-1010509]Arguments for which you supply values are in italics.
  
        
 
         
         	 [bookmark: pgfId-1010511][ ]
  
         	 [bookmark: pgfId-1010513]Elements in square brackets are optional.
  
        
 
         
         	 [bookmark: pgfId-1010515][ x | y | z ]
  
         	 [bookmark: pgfId-1010517]Optional alternative keywords are grouped in brackets and separated by vertical bars.
  
        
 
         
         	 [bookmark: pgfId-1010519]string
  
         	 [bookmark: pgfId-1010521]A nonquoted set of characters. Do not use quotation marks around the string or the string will include the quotation marks.
  
        
 
       
      
 
     
 
      [bookmark: pgfId-1010548]Screen examples use these conventions: 
 
      
       
       
         
         	 
  
         	 [bookmark: pgfId-1010527]Terminal sessions and information that the switch displays are in screen font.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-1010531]Information you must enter is in boldface screen font.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-1010535]Arguments for which you supply values are in italic screen font.
  
        
 
         
         	 [bookmark: pgfId-1010537]< >
  
         	 [bookmark: pgfId-1010539]Nonprinting characters, such as passwords, are in angle brackets.
  
        
 
         
         	 [bookmark: pgfId-1010541][ ]
  
         	 [bookmark: pgfId-1010543]Default responses to system prompts are in square brackets.
  
        
 
         
         	 [bookmark: pgfId-1010545]!, #
  
         	 [bookmark: pgfId-1010547]An exclamation point (!) or a pound sign (#) at the beginning of a line of code indicates a comment line.
  
        
 
       
      
 
     
 
      [bookmark: pgfId-1010353]This document uses the following conventions:
 
      
       
     
 
     
 
     [bookmark: pgfId-1010354]Note Means reader take note. Notes contain helpful suggestions or references to material not covered in the manual.

      
     

     
 
      
       
     
 
     
 
     
      [bookmark: pgfId-1010355]
      Caution Means 
      reader be careful. In this situation, you might do something that could result in equipment damage or loss of data.
       
       
 
      

     
 
      
       
     
 
     
 
     [bookmark: pgfId-1024590]Tip Means the following information will help you solve a problem.[bookmark: marker-1024589]

      
     

     
 
    
 
     
      [bookmark: pgfId-1022126][bookmark: 59921][bookmark: marker-1024595]Related Documentation
 
      [bookmark: pgfId-1024601]The Cisco Nexus 7000 Series documentation is available at the following URL:
 
      [bookmark: pgfId-1024603]http://www.cisco.com/en/US/products/ps9402/tsd_products_support_series_home.html
 
      [bookmark: pgfId-1024694]The Cisco MDS 9000 Series documentation is available at the following URL:
 
      [bookmark: pgfId-1024486]http://www.cisco.com/en/US/products/ps5989/tsd_products_support_series_home.html
 
    
 
     
      [bookmark: pgfId-1024513][bookmark: marker-1024608][bookmark: 77613]Obtaining Documentation and Submitting a Service Request
 
      , which also lists all new and revised Cisco technical documentation, at:
 
      
 
      as a Really Simple Syndication (RSS) feed and set content to be delivered directly to your desktop using a reader application. The RSS feeds are a free service and Cisco currently supports RSS Version 2.0.
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